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Executive Summary 

This project develops two complementary hybrid simulation approaches that 
electromechanical transient stability analysis and electromagnetic transient analysis (time 
domain analysis). One approach is electromagnetic transient (EMT)-transient stability 
(TS) hybrid simulation, the other is quadratic integration method based quasi-dynamic 
domain and time-domain hybrid simulation. The developed capabilities provide the 
ability to represent desired portions of the system in greater detail, while the rest of the 
system is adequately modeled in phasor modeling detail and the dynamic responses are 
well-represented without simplification. Such an ability is of great importance to better 
understand the dynamics of increasing number of power electronic devices and single-
phase induction motors, such as residential air conditioner motors, and their impacts on 
power systems. 

The project consists of three parts. Part 1 deals with the development of a new 
EMT-TS hybrid simulation tool, named OpenHybridSim, and its applications to fault-
induced delayed voltage recovery (FIVDR) studies on the Western Electricity 
Coordinating Council (WECC) system as well as dynamic simulation of power systems 
interfaced with high voltage direct current (HVDC) systems. Part 2 deals with …  Some 
details of each part are provided below. 
 
Part 1:  Electromagnetic Transient and Electromechanical Transient Stability 
Hybrid Simulation: Design, Development and its Applications 
 

Two significant trends of recent power system evolution are: (1) increasing 
installation of dynamic loads and distributed generation resources in distribution systems; 
(2) large-scale renewable energy integration at the transmission system level. A majority 
of these devices interface with power systems through power electronic converters. 
However, existing TS simulators are inadequate to represent the dynamic behavior of 
these devices accurately. On the other hand, simulating a large system using an EMT 
simulator is computationally impractical. EMT-TS hybrid simulation approach is an 
alternative to address these challenges. Furthermore, to thoroughly analyze the increased 
interactions among the transmission and distribution systems, an integrated modeling and 
simulation approach is essential. 

Firstly, an improved hybrid simulation approach is proposed and a tool named 
OpenHybridSim is developed based on the proposed approach. Compared to the previous 
work, the proposed approach has three salient features: three-sequence TS simulation 
algorithm, three-phase/three-sequence network equivalencing and flexible switching of 
the serial and parallel interaction protocols. 

The second part of the work concentrates on the applications of the hybrid 
simulation tool. The developed platform is first applied to conduct a detailed fault-
induced delayed voltage recovery (FIDVR) study on the Western Electricity 
Coordinating Council (WECC) system. This study uncovers that after a normally cleared 
single line to ground fault at the transmission system could cause air conditioner motors 
to stall in the distribution systems, and the motor stalling could further propagate to an 
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unfaulted phase under certain conditions. The developed tool is also applied to simulate 
power systems interfaced with HVDC systems, including classical HVDC and the new 
generation voltage source converter (VSC)-HVDC system. 

The third part centers on the development of integrated transmission and 
distribution system simulation and an advanced hybrid simulation algorithm with a 
capability of switching from hybrid simulation mode to TS simulation. Firstly, a 
modeling framework suitable for integrated transmission and distribution systems is 
proposed. Secondly, a power flow algorithm and a diakoptics based dynamic simulation 
algorithm for the integrated transmission and distribution system are developed. Lastly, 
the EMT-TS hybrid simulation algorithm is combined with the diakoptics based dynamic 
simulation algorithm to realize flexible simulation mode switching to increase the 
simulation efficiency. 

 
Part 2:  Hybrid Time Domain Simulation: Quadratic Integration Approach 
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1 Electromagnetic Transient and Electromechanical Transient 
Stability Hybrid Simulation: Design, Development and its 
Applications 

1.1 Introduction 

1.1.1 Problem Statement 

With the proliferation of converter based power electronic devices and small 

single-phase induction motors in power systems, the interaction of such fast responding 

elements with the power systems over time spans as long as 20 seconds has become a 

subject of significant interest [1]-[2]. The fault-induced delayed voltage recovery 

(FIDVR) phenomenon [3]-[5] falls into this category of events. Detailed modeling and 

simulation of single-phase compressor motors of air conditioners (A/Cs) and the 

distribution network is critical for the accuracy of FIDVR simulation results, especially 

under asymmetric fault conditions [5]-[7]. However, positive sequence transient stability 

(TS) simulators are unable to accurately model the A/C response to unbalanced faults. 

Simulation of large power systems with associated detailed modeling of large numbers of 

fast responding elements is too computationally burdensome for existing electromagnetic 

transient (EMT) simulators. While the scale of the system can be reduced by modeling a 

large portion of the system with a Norton or Thévenin equivalent, the drawback is that 

the nonlinear, dynamic response of the equivalenced portion of the system cannot be 

represented in the EMT simulation.  

It has been recognized that combining the EMT and the TS simulations into one 

simulation process provides a feasible solution to address the issues above where neither 
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EMT nor TS itself is not adequate, but some features from both EMT and TS are 

required. Within the framework of hybrid simulation, a part of the study system, which 

requires detailed representation, is modeled and simulated in an EMT program. This 

portion is usually referred to as the detailed system While the rest of the system is 

represented and simulated by a traditional TS program, which is referred to as the 

external system. 

1.1.2 Literature Review 

Hybrid simulation was first proposed for analyzing the dynamics of power 

systems interfaced with HVDC system by combining the TS simulation and a transient 

converter simulation algorithm [3]. Previous research on EMT-TS hybrid simulation 

mainly focused on interfacing techniques [11], including network equivalents on both 

sides [1],[12],[18] and interaction protocols [9],[13],[18]-[21] as well as the development 

of hybrid simulation programs [1]-[2], [10], [14]-[15]. The external net-work equivalents 

used in previous research, with the exception of [12], were developed based on positive-

sequence network models. Consequently, if the resulting network equivalents were used 

in study cases with unbalanced conditions, the in-ternal network would have to be 

extended substantially in the cases with a mesh network topology, in order to comply 

with the three-phase balanced assumption, which would under-mine the merits of hybrid 

simulation. For the interaction pro-tocol, either the serial or the parallel protocol was used 

in pre-vious research. The serial protocol has been found to be a limiting factor of 

simulation speed, whereas the parallel proto-col could lead to accuracy issues. Moreover, 

these programs, with the exception of [2] and [10] are designed to run all simu-lations on 
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only one computer, thus they are potentially limited by the local computing resources. 

References [2] and [10], however, did not provide implementation details of the 

commercial solution. 

1.1.3 Project Objectives 

From the background description and the literature overview above, hybrid 

simulation has been proven to be an effective method to simulate a large-scale power 

system of which a small portion of special concern can be modeled in three-phase, point-

on-wave detail. This research is primarily motivated by the demand of a better simulation 

tool for phenomena like FIDVR in large power systems, especially under unbalanced 

fault conditions. For this purpose, a new hybrid simulation tool is developed, with a 

special focus on the following areas: 

(1) Simulating unsymmetrical faults within the detailed system without extensive-ly 

extending the boundary and the extent of the detailed system 

(2) Improving the interaction protocol for hybrid simulation  

(3) Development of a new simulation tool with the objective of making hybrid 

simulation flexible and accessible to other researchers 

(4) Application to some critical issues that require the capability provided by the 

hybrid simulation, including detailed FIDVR study and dynamic simulation of 

power systems interfaced with power electronic converter based devices 

(5) Further enhancing the simulation efficiency of hybrid simulation for 20-30 s 

simulations, by switching back to dynamic simulation when appropriate  
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In addition, to address the demand of a simulation tool for analyzing the impacts 

of more “active” distribution systems on bulk power systems and for transmission and 

distribution system integrated planning and operation, development of power flow and 

dynamic simulation algorithms for integrated transmission and distribution systems is an 

important objective in this project. 

1.1.4 Research Organization 

The organization of research in Part 1 is shown in Fig. 1.1. In Section 1.1, the 

background of this research is descripted. Then, an introduction to FIDVR and an 

overview of EMT-TS hybrid simulation are presented. The objectives of this research are 

also outlined. 

 

Fig. 1.1 Organization of the research 
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In Section 1.2, two techniques to improve the hybrid simulation method, which 

are also two key features of the proposed hybrid simulation approach, are proposed. They 

are 1) three-phase and three-sequence oriented network equivalents and 2) the improved 

interaction protocol between the two simulators.  

The development of a hybrid simulation tool, including a three-sequence TS 

simulation algorithm and a socket-based communication framework for hybrid 

simulation, is presented in Section 1.3. 

In Section 1.4, the hybrid simulation platform developed in Section 1.3 is applied 

to conduct a detailed simulation of the FIDVR phenomenon in a region within the WECC 

system. Special techniques to determine the boundary of the detailed system and initialize 

the detailed system with a large percentage of induction motor loads are discussed. 

Detailed simulation results confirm that a normally cleared single-line-to-ground fault 

could lead to a FIDVR event affecting all three phases. Specifically, the phenomenon of 

A/C motor stalling propagating to other A/C units on unfaulted phase is also uncovered 

for the first time. The effects of the load composition and the point-on-wave of fault 

inception on the occurrence and evolution of the FIDVR event are also analyzed.  

In Section 1.5, the hybrid simulation tool is utilized to simulate power systems 

interfaced with power electronic devices. Two types of HVDC system, including the 

classical HVDC and the relatively new VSC-HVDC are used for testing in this research. 

Results show that the both the fast switching behaviors of the converters of the HVDC 

systems and the slow dynamics of the external system can be adequately captured by the 
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proposed hybrid simulation. In addition, the results confirm that the hybrid simulation has 

a significant advantage over the full EMT simulation in terms of simulation speed. 

In Section 1.6, a modeling framework for integrated transmission and distribution 

systems is developed, which provides a common system modeling for both power flow 

and dynamic simulation applications. Both power flow and dynamic simulation 

algorithms for integrated transmission and distribution systems are developed. In the 

dynamic simulation, the multi-area Thévenin equivalent approach is employed in the 

network solution step to address the challenge associated with different network 

representations of the transmission system and the distribution systems. 

In Section 1.7, an advanced hybrid simulation algorithm is developed by 

integrating the EMT-TS hybrid simulation developed in Section 1.5 and the multi-area 

dynamic simulation algorithm developed in Section 1.6. The new algorithm allows the 

hybrid simulation to be switched back to TS simulation when appropriate, to achieve 

better simulation efficiency for a relatively long (e.g., 20-30 s) simulation. 

Conclusions and future research plans are presented in Section 1.8. 

1.2 Hybrid Simulation with Three-Phase/Three-Sequence Net-Work Equivalents 
and A Combined Interaction Protocol 

1.2.1 Three-Phase Thévenin Equivalent of the External System 

A three-phase (multi-port) Thévenin equivalent is used to represent the external 

system in the EMT simulation, as shown in Fig. 1.2. The equivalent includes two parts, 

the open circuit voltages and the equivalent impedances viewed at the terminals. The 

equivalent is updated at each interaction step based on the conditions of the external 
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system at that instant. If the faults of concern occur within the detailed system, the 

topology of the external system does not change, thus, the equivalent impedance part can 

be assumed constant during the simulation. The process of building the three-phase 

Thévenin equivalent is carried out in five steps as shown in Fig. 1.3. 

 

Fig. 1.2 Detailed system interfaced with a three-phase Thévenin equivalent of the 
external system 

 

Fig. 1.3 The procedure of building a three-phase Thévenin equivalent 

1.2.2 Three-Sequence Equivalent of the Detailed System 

There are several approaches for representing detailed systems in TS simulation, 

including current sources, constant PQ loads and Norton or Thévenin equivalents. It 

should be noted that it is difficult to derive the Norton admittance or Thévenin impedance 
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matrix of the detailed system, because there may be power electronic devices in the 

detailed system and such matrix data is not accessible from most existing EMT 

simulators. Three-sequence current sources, as shown in Fig. 1.4, are used for the 

following reasons:  

1) The current source representation seamlessly integrates into the network solution 

step of the TS simulation. 

2) In some existing EMT simulators such as PSCAD [21], an FFT component is 

available and can be directly used to extract the fundamental frequency, three-

sequence current magnitude and phase values, as shown in Fig. 1.5. 

 

Fig. 1.4 The detailed system is represented by three-sequence current sources in TS 
simulation 
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Fig. 1.5 Extracting fundamental frequency, three-sequence current injections using the 

FFT component in PSCAD 

1.2.3 A Combined Interaction Protocol 

The interaction protocol relates to how the two simulators interact with each other 

in exchanging the necessary network equivalent parameters. There are mainly two types 

of interaction protocols used in previous research, i.e., the serial and parallel protocol 

[11]. With the serial protocol, one simulator must wait until the other completes the 

simulation of one interaction time step and transfers the equivalent data. To overcome 

this performance issue, several types of parallel protocols have been proposed [11]. The 

parallel protocol proposed in [9] requires data exchange for each iteration within one TS 

simulation time step. This requirement not only makes the data exchange process 

complicated, but is also impractical for most existing commercial EMT simulators as the 

iteration times required are unknown a priori. The parallel protocol proposed in [10] is 

relatively easy to implement. However, it could cause significant errors when the internal 

system experiences large disturbances, as the equivalents of the external network are not 

updated in a timely fashion to reflect the disturbances within the internal network.  

In an effort to combine the advantages of both types of protocols, a combined 

interaction protocol is proposed based on the following observation: fast dynamics and 
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significant system changes usually occur during the faulted period and last for up to tens 

of cycles after the fault is cleared; in order to reflect the fast dynamic response of the 

internal network in the external network, or vice versa, in a timely manner, the serial 

protocol should be used. For the rest of the simulation period, the parallel protocol can be 

used to achieve good efficiency, as the system mainly experiences slow dynamics. A 

schematic diagram of the combined protocol is shown in Fig. 1.6 

 

Fig. 1.6 A combined interaction protocol 

First, both serial and parallel interaction protocols are implemented as shown in 

Fig. 1.7 and Fig. 1.8 respectively. In both figures, t denotes the start time for the 

processing step, ∆ܶ is TS simulation time step as well as the EMT-TS interaction time 

step, ܫாெ்ሺ௧ሻ
ଵଶ଴ and ܫாெ்ሺ௧ି∆்ሻ

ଵଶ଴  are the three-sequence current injection vectors sent from the 

PSCAD side at the present and previous interaction time step, respectively.  

If a fast transient phenomenon within the internal network is detected, the serial 

protocol is used for this time step. As shown in Fig. 1.7, the operation involved is divided 

into 5 steps. The first step is data transfer via a socket and pre-processing. Then, in step 

ாெ்ሺ௧ሻܫ ,(2)
ଵଶ଴  is used as the input for the three-sequence TS simulation and the three-

sequence voltages of the boundary buses ்ܸ ௌሺ௧ା∆்ሻ
ଵଶ଴  are updated. Subsequently, the three- 
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phase Thévenin equivalent voltages ்ܸ ሺ௧ା∆்ሻ
௔௕  are derived by the network equivalent 

helper in step (3) and sent back to PSCAD in step (4). On receiving ்ܸ ሺ௧ା∆்ሻ
ଵଶ଴ , PSCAD 

continues to step (5), which usually consists of hundreds of EMT simulation steps. 

Considering the computational complexity of each step, it is obvious that step (2) and 

step (5) are the two most time-consuming steps.  
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Fig. 1.7 The implementation of EMT-TS hybrid simulation with the serial type of 
interaction protocol 
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Fig. 1.8 One interaction step of the developed EMT-TS hybrid simulation with the 
parallel type protocol. 
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Otherwise, the parallel protocol shown in Fig. 1.8 is used.  The step for 

calculating the Thévenin equivalent (step (b)) is executed right after step (a), while the 

time-consuming step (d) is the last step on the TS simulation side. With this execution 

sequence, the Thévenin equivalent is calculated using the voltages obtained from the 

previous step and sent back to PSCAD immediately, such that step (d) and step (e) can be 

run simultaneously. 

One of the challenges in this combined protocol design is to identify an 

appropriate protocol switching time for general applications. To address this challenge, a 

protocol switching control scheme is proposed for selecting the processing step 

interaction protocol based on the last step protocol and detection of any large transient 

event within the internal network. The details of the design of the scheme are as follows: 

1) Detection of Fast Dynamics within the Internal Network 

There are basically two options for detecting disturbances: one is the rate of 

change, the other is the change of magnitude. The change of magnitude fails to provide 

the information for determining whether the system is undergoing a fast transient or a 

slow dynamic condition. In contrast, the rate of change, or the maximum rate of change 

for multiple monitored variables, can provide the necessary information. Thus the rate of 

change is adopted for controlling the protocol switching.  

2) Variable Selection for Detecting Fast Dynamics 

In principle, current, voltage and power are good candidates for detecting 

transient events within the internal network. Considering that the sequence current 

injections at the boundary have been used as the interfacing variables, reusing them for 

protocol switching control can reduce the communication overhead and simplify the 
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interfacing design. Therefore, the three-sequence current injections are adopted for 

detecting fast dynamics. 

3) Implementation 

The detection is based on the maximum rate of change of the three-sequence 

current injections at the boundary, which is denoted by ܴܫாெ்ሺ௧ሻ
ଵଶ଴  and defined by (1.1). 

( ) ( )

( , ) ( , )120
max( max ( )) /

( ) (1)
(1, 2, 0)

( , )

s s
I I
EMT i t EMT i t T

RI T
EMT t
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
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 


 

              (1.1) 

where i denotes one of the boundary buses, s represents one of the three sequences; 

ாெ்ሺ௜,௧ሻܫ
ሺ௦ሻ is the current injection of sequence s at the boundary bus i  at time t.  

It is observed that ܴܫாெ்ሺ௧ሻ
ଵଶ଴  generally becomes smaller or settles down after 

reaching the peak. If only ܴܫாெ்ሺ௧ሻ
ଵଶ଴ were used for decision-making, the scheme would 

sometimes switch the protocol back to the parallel type even during the fault period. To 

address the issue, a delay function is introduced. With this delay function, ܴܫாெ்ሺ௧ሻ
ଵଶ଴  must 

be consecutively less than the threshold for at least a period defined by the delay setting 

before switching from the serial protocol to the parallel protocol, otherwise the serial 

protocol is used. 

The logic of the final protocol switching control scheme is illustrated by Fig. 1.9. 

When ܴܫாெ்ሺ௧ሻ
ଵଶ଴  is larger than the threshold  , the serial protocol is used; otherwise, the 

decision is made based on the protocol used in the last interaction step. When the 

protocol is switched from the serial type to the parallel type, the delay function becomes 

active.  
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Fig. 1.9 The logic of protocol switching control algorithm. 

4) A Guide for Parameter Selection  

The choice of the threshold is based on the characteristic of the power system 

transient, specifically the characteristic of ܴܫாெ்ሺ௧ሻ
ଵଶ଴ . Typically, ܴܫாெ்ሺ௧ሻ

ଵଶ଴  is very small 

under a steady state or a slow dynamic condition, while it becomes notably larger under 

the fast-transient condition of a fault. Thus, the threshold here, to a large extent, is 

analogous to the threshold setting for over-current protection. But the threshold selection 

in this scheme is much simpler, as the reference value is almost irrelevant to the operating 

conditions. Thus, a 2-10% step change for each interaction time step is recommended as 

the threshold. The interaction time step ∆ܶ is usually the same as the TS time step, thus 

1-10 ms can used depending on the integration method of the TS simulation and the 

phenomenon studied. For the delay time setting, based on the characteristics of power 

system transients and simulation experience, the delay time should be at least half of the 

fault period. 

1.3 Development of A Hybrid Simulation Tool: Openhybridsim 

The two key improvements discussed in last section will be applied to the 

development of an open source hybrid simulation tool—OpenHybridSim. Details of the 
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development, including the overall design, main components of the tool and interfacing 

with an EMT simulator, will be presented in this section. 

1.3.1 Overall design of OpenHybridSim 

OpenHybridSim is designed with a decoupled architecture that enables flexibility. 

Its architecture is shown in Fig. 1.10. This tool includes four modules: the hybrid 

simulation manager, the core engine of the open source power system simulator InterPSS 

[22], the network equivalent helper, and the socket communication framework.  

 

Fig. 1.10 The architecture of OpenHybridSim 

InterPSS is an open source software for power system analysis and simulation. This 

software has an open and flexibly coupled system architecture. It is developed using 

object-oriented programming (OOP). The models and algorithms within InterPSS can be 

flexibly modified and extended. Moreover, the software itself can be easily integrated 

into other systems [22]. Network models and algorithms for power flow, short circuit 

analysis and transient stability simulation have been developed in InterPSS. In view of 

these available features, InterPSS is used as a TS program for the proposed hybrid 

simulation tool. 
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The core functions of the hybrid simulation manager include determining the 

processing step interaction protocol, managing data conversion and interchange among 

modules on the TS side. A three-sequence TS simulation algorithm has been developed 

based on the InterPSS core engine. The primary objective of the network equivalent 

helper is to prepare a Thévenin equivalent for the detailed system modeling at the 

modeling preparation stage and update the equivalent for the EMT simulation during 

hybrid simulation. 

For each interaction between the two simulators, sequence current injection data is 

first sent from the EMT simulator to OpenHybridSim. Upon receiving the data, the 

hybrid simulation manager determines a proper protocol for this interaction, based on the 

algorithm proposed in Section 1.2. If the serial protocol is selected, the equivalent data 

from the EMT simulator is input into the InterPSS core engine to perform one time step 

TS simulation, and then the external system Thévenin equivalent is updated and sent back 

to the EMT simulator via the socket server. Otherwise, the Thévenin equivalent is 

updated first by the network equivalent helper, and the TS simulation step is postponed to 

the last step. 

1.3.2 Development of OpenHybridSim 

1.3.2.1 A Three-Sequence TS simulation 

In accordance with the use of the three-phase Thévenin equivalent for representing 

the external system, all components in the external system, including the generators, 

transmission elements and loads, are represented using their three-sequence components. 

Correspondingly, a three-sequence based TS simulation algorithm is developed, as 
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depicted in Fig. 1.11. The algorithm is composed of the conventional positive sequence 

TS algorithm and a sequence network solver. The sequence network solver is developed 

based on the existing short circuit analysis module of InterPSS. It calculates the negative- 

and zero-sequence voltages with the sequence current injections at the boundary buses 

and other buses inside the external system, if any. The algebraic equations shown in Fig. 

1.11 can be described by (1.2) and (1.3), respectively.  

௘௫௧ࢅ                          
ሺଶሻ ௘௫௧ࢂ

ሺଶሻ ൌ ௘௫௧ࡵ
ሺଶሻ 	                                                   (1.2) 

௘௫௧ࢅ                          
ሺ଴ሻ ௘௫௧ࢂ

ሺ଴ሻ ൌ ௘௫௧ܫ
ሺ଴ሻ                                                     (1.3) 

where the subscript ݁ݐݔ  denotes external system, ࢂ௘௫௧
ሺଶሻ and ࢂ௘௫௧

ሺ଴ሻ  are the vectors of  

negative- and zero-sequence voltages, respectively; ࢅ௘௫௧
ሺଶሻ and ࢅ௘௫௧

ሺ଴ሻ  are the negative- and 

zero-sequence admittance matrices of the external system, respectively; ࡵ௘௫௧
ሺଶሻ ௘௫௧ࡵ ݀݊ܽ	

ሺ଴ሻ  are 

vectors of the negative- and zero-sequence bus current injections, respectively. ࡵ௘௫௧
ሺଶሻ 	ܽ݊݀ 

௘௫௧ࡵ
ሺ଴ሻ  include the sequence current injections at the boundary buses obtained from the 

EMT simulation and sequence current injections at the buses inside the external system, 

if any. 

It should be noted that when the fault is applied within the detailed system and the 

topology of the external system is unchanged during the simulation, factorization of the 

three sequence admittance matrices is required for only once. In addition, these sequence 

networks are decoupled and can be solved independently. To further improve the 

computational efficiency, the sequence network solver could be disabled when there are 

negligible negative- and zero-sequence current injections at the boundary, and it could be 

enabled on detecting non-negligible negative and zero sequence current injections. 
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Fig. 1.11 A three-sequence based TS simulation algorithm 

1.3.2.2 Creation and Initialization of External System 

To ease the burden of data preparation and facilitate the application of hybrid 

simulation, the external system is automatically created and initialized from a given base 

case. The creation and initialization process is as follows: 

(1) Run power flow with the whole system, then calculate the positive sequence 

current injections from the detailed system into the external system based on 

the boundary configuration information 

(2) With the boundary information, apply the depth first search (DFS) algorithm 

to the base case to identify all buses and branches within the detailed system 

and set them out of service 

Initialize the positive sequence part of the external system using the existing 

initialization function of the TS program, with the detailed system represented by the 

current injections calculated in step 1). Both the negative- and zero- sequence current 

injections are assumed to be zero at the initialization stage. The negative- and zero-
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sequence admittance matrices of the external system are factorized and ready for use 

during hybrid simulation. 

1.3.2.3 Procedures of Conducting Hybrid Simulation 

Some screenshots of the GUI of the developed tool are shown in Figs. 1.12 and 

1.13. The procedure for conducting hybrid simulation using the tool is shown in Fig. 

1.14. 

 

Fig. 1.12 Importing data through the GUI of OpenHybridSim 

 

Fig. 1.13 Configuration for hybrid simulation in the GUI of OpenHybridSim 
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Fig. 1.14 The flow chart of running hybrid simulation with OpenHyridSim 
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1.3.3 Interfacing with an EMT Simulator 

1.3.3.1 A Socket-based Communication Framework Protocol  

The socket technology is widely used for inter-process communication (IPC) 

between two programs, and the socket programing interface is supported by all modern 

operating systems. In addition, socket APIs are standard in almost all mainstream 

programming languages. Thus, the socket technology is chosen as the communication 

“bridge” between the EMT simulator and OpenHybridSim, with a socket client on the 

EMT side and a socket server in OpenHybridSim.  

When the socket technology is combined with transmission control 

protocol/Internet protocol (TCP/IP) communication, a socket can not only integrate two 

programs on the same computer, but also connect simulation programs running on 

different computers through the Internet. Thus, the communication framework enables 

OpenHybridSim to have a good potential of running hybrid simulation in a distributed 

manner, as illustrated in Fig. 1. 15. The architecture of the parallel hybrid simulation is a 

typical client-server model. The server is built on the TS simulation side and can create 

several (up to tens or even hundreds, depending on the capability of the server machine) 

sockets to communicate with multiple EMT simulation clients concurrently.  

 
Fig. 1.15 A perspective distributed hybrid simulation with OpenHybridSim 
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1.3.3.2 An Interface between OpenHybridSim and PSCAD 

 PSCAD is one of the widely used, comprehensive EMT simulators. An interface 

between OpenHybridSim and PSCAD has been developed and this interface is 

introduced here as an interfacing example. The interface mainly involves a socket client 

developed as a component in PSCAD, as shown in Fig. 1.16. The basic socket 

communication function is based on [23], and modifications and enhancements have been 

made for hybrid simulation applications. The logic of the socket component shown in 

Fig. 1.16 is implemented in the “script” section of the component definition in PSCAD. 

Features of the socket component include: 

 Two ends:  a sending end for passing data from PSCAD side to the TS side 

and a receiving end for catching and saving the data from TS side. 

 The number of data at both ends must be explicitly specified.  

 IP address and port must be set properly beforehand. The combination of 

both forms a socket address 

 Time delay: an initialization process is required for EMT type simulations, 

therefore, a time delay must be properly set to make sure the detailed system 

in PSCAD has been successfully initialized before starting hybrid simulation 

 Time step: the interaction time step for hybrid simulation. It is usually set to 

be the same as TS simulation time step.  
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(a)                                                                     (b) 

Fig. 1.16 Socket component developed in PSCAD 
 

1.4 Application of Hybrid Simulation to A Detailed FIDVR Study On The WECC 
System 

With A/C compressor motor models developed for planning studies and detailed 

simulation, in-depth knowledge of the FIDVR problem at the load component level is 

obtained. However, a better understanding of the FIDVR events from a system 

perspective is urgently needed. To develop such an understanding, dynamic responses of 

single-phase A/C compressor motors to unsymmetrical faults at the transmission system 

and the interaction between the transmission system and the distribution systems during a 

FIDVR event need to be examined. Detailed simulation of FIDVR events on power 

systems, which are subjected to this problem, is one feasible approach to fulfill this 

objective. A detailed FIDVR study of a region within the WECC system is conducted in 

this chapter, based on the developed hybrid simulation platform. 
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1.4.1 Overview of the WECC system 

FIDVR events have been observed in several areas within the WECC system, e.g., 

Southern California and Arizona. In this study, a region within the WECC which is 

known to have experienced FIDVR events in recent years is chosen for this study. A 

summer peak case of the system is used, and its basic information is summarized in Table 

1.1. The one-line diagram of this region and the surrounding area is depicted in Fig. 1.17 

The buses 24138 and 24151 in Fig. 1.17 correspond to two 500 kV substations, where a 

large percentage of the loads are induction motors, and a majority of them are single-

phase A/Cs, particularly, for the bus 24151. Thus, both substations are of primary interest 

in this study. 

Table 1.1 Case summary of the WECC system 

Buses	 Transmission	lines	 Generators	 Loads	
15750	 13715	 3074	 7787	

 
For the sake of simplicity, the details of the sub-systems below 500 kV are not 

presented in Fig. 1.17, although some buses within these sub-systems are also connected 

to the northern and eastern parts of the system. 

The first step in a detailed FIDVR study is to build an appropriate simulation model 

for hybrid simulation, based on the existing system planning model. The simulation 

model includes two parts, the external system and the detailed system. For the detailed 

system modeled in PSCAD, a specific modeling process is required as outlined in Fig. 

1.18. The details of each step in the process will be discussed in the following three 

sections. 
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Fig. 1.17 One-line diagram of the study region 

 

 

Fig. 1.18 Procedure of the detailed system modeling in PSCAD 

1.4.2 Determining the Boundary of the Detailed System 

1.4.2.1 Guide Regarding Transmission Bus Voltage Dip 

To develop a guide to determine what transmission bus voltage dip will cause A/C 

motors in the underlying systems to stall, a generic subtransmission and distribution 

model as shown in Fig. 1.19 is considered. The total load is 20 + j10 MVA. The 
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115/12.47 kV transformer reactance and the equivalent feeder impedance are specified on 

a 30 MVA base. A wide range of impedances between the source and end-use points, 

different A/C loading percentages (based on the ratio of the real power consumption of 

A/Cs to the real power of the total load) and typical A/C power levels have been 

considered. Voltage dips of different magnitudes, lasting 4 cycles were applied at Bus 1 

and those that caused the A/C motors connected to Bus 3 to stall were recorded. It can be 

observed from Fig. 1.20 that the smallest voltage dip magnitude causing A/C stall is 

larger than 0.25 pu. Thus, 0.75 pu can be adopted as the A/C stalling voltage threshold at 

a transmission bus. Accordingly, a voltage threshold of 0.75 pu was set as the voltage 

criterion in selecting buffer buses. 

 

Fig. 1.19 One-line diagram of a test system for determining the A/C motor stalling 
voltage tip at a transmission bus 

 

Fig. 1.20 Voltage dip magnitude with respect to  the A/C load percentage and the 
transformer impedance: (a) A/C power = 4.9 kW (b) A/C power = 6.0 kW 
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1.4.2.2 Boundary Identification 

The study area includes the buses 24138 and 24151, together with the 

subtransmission and distribution systems that are supplied from them. A bus is included 

in the detailed system if a single-phase or three-phase fault at that bus cause a phase-to-

neutral voltage at buses 24151 and 24138 to fall below 0.75 pu. 

Single-line-to-ground and three-phase faults at the 500 kV buses in this region are 

analyzed and the fault voltages at bus 24138 and bus 24151 are recorded and summarized 

in Table 1.2. Based on the short circuit voltages and the threshold of 0.75 pu, the area 

encircled by the dashed-dot line in Fig. 1.17 is chosen as the detailed system. It should be 

noted that a three-phase fault at bus 26105 causes the voltage of bus 24138 to fall below 

0.75, nonetheless it is excluded from the detaield system, since it is relatively far from the 

load center of interest at bus 24151 and including it will significantly complicate the 

interface. A summary of the detailed system is provided in Table 1.3. 

Table 1.2 The lowest phase voltage magnitude of the buses 24138 and 24151 

Faulted bus 
bus 24151 bus 24138 

3-phase fault 1-phase fault 3-phase fault 1-phase fault 

24801 0.49 0.60 0.80 0.87 
24092 0.60 0.71 0.34 0.40 
24086 0.65 0.77 0.42 0.53 
24236 0.69 0.78 0.47 0.53 
15021 0.82 0.87 0.92 0.95 
26105 0.83 0.91 0.70 0.79 
24156 0.87 0.93 0.76 0.83 
15093 0.87 0.92 0.96 0.99 
24042 0.90 0.95 0.84 0.89 
24097 0.99 1.00 0.96 0.97 
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Table 1.3 Statistics of the detailed system model including subtransmission buses not 
shown in Fig. 1.17 

Total number of buses 238 
Number of buses shown in Fig. 1.17 500 kV 7 

Number of buses of different 
voltage levels (not shown in Fig. 
5.1) 

230 kV 37 

161 kV 3 
115 kV 68 

92 kV 18 

<= 66 kV 105 
Total Load 11.9 GW 

 

1.4.3 Initialization of the Detailed System 

The first phase of the EMT simulation is to obtain a steady state initial condition. 

PSCAD initializes a system by ramping up the system from a zero initial condition to a 

steady state. In this study, the induction motor loads in the distribution systems served by 

buses 24151 and 24138 account for more than 60% of the total load in terms of real 

power. At the induction motor starting stage, the induction motors draw a large amount of 

reactive power from the system. The bus voltages in the distribution system are 

significantly depressed to an extent that these induction motors, including the single-

phase A/C induction motors, cannot be properly initialized. Consequently, with the 

default initialization procedure, PSCAD fails to properly initialize the detailed system. 

To address this issue, a two-step initialization method is proposed, which is 

illustrated by the Fig. 1.21. A fixed voltage source whose magnitude and phase angle are 

set based on the power flow result of the reference planning model is used in the first 

step. For the first step, the switch K for each load bus where a CLM is connected is 

turned to the position 0. The distribution systems and the CLMs are energized by the 
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fixed voltage source and initialized independently. At the same time, the static equivalent 

load representing the distribution system is connected to the transmission bus and the 

transmission elements in the detailed system are initialized. After the CLMs are 

successfully initialized, the initialization process moves to the second step where the 

switch K is turned to the position 1 such that the detailed distribution system model is 

connected to the transmission system and replace the corresponding equivalent static 

load. Then the whole detailed system goes through a short-term adjustment process 

before finally reaching a steady state. 

 

Fig. 1.21 A schematic for illustrating the two-stage detailed system initialization process 

1.4.4 Benchmarking Hybrid Simulation against Transient Stability 

The study case includes a detailed system consisting of 238 buses, 8 interface buses 

and an external system consisting of more than 15000 buses. To check whether the 

detailed system is correctly built in PSCAD and to test the accuracy and applicability of 

the hybrid simulation for a realistic large power system, the proposed hybrid simulation 
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approach has been benchmarked against the positive sequence based TS simulation on 

the WECC system with all the loads represented by constant impedances. 

The hybrid simulation starts at t = 0 s. A single line to ground (SLG) fault is 

applied on the phase A of bus 24151 at t = 0.2 s. Figs. 5.6-5.8 show the benchmark 

results. The positive sequence voltages of buses 24151 and 24806 (one of the interface 

buses) are monitored and depicted in Figs. 1.22 and 1.23. The reactive power output of a 

machine at a large power plant at bus 15021 is also shown in Fig. 1.24. The results of the 

EMT-TS hybrid simulation and the TS simulation matched except for a small 

discrepancy in the post-fault voltage recovery level at bus 24806 and a small time delay by 

the hybrid simulation. The delay is introduced by the positive sequence value extraction 

component of PSCAD. 

 

Fig. 1.22 The positive sequence voltage at bus 24151 
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Fig. 1.23 The positive sequence voltage at bus 24806 

 

Fig. 1.24 Reactive power output of the generator at bus 15021 
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of subtransmission systems are included in the models of the 115/12.5 kV transformers. 

The distribution feeders are modeled in two sections, i.e., the total load is divided into 

two portions. Two thirds of the total loads are connected at a quarter point along the 

feeder, with the rest one third of the load connected at the end of the feeder [25], as 

shown in Fig. 1.25. The parameters of the detailed A/C models [12] have been 

appropriately chosen to match the target percentage of total load. To model three-phase 

induction motors, a 20 horsepower, 380 V three-phase squirrel-cage induction motor has 

been used. The parameters of the motor are chosen to represent a typical NEMA type B 

induction motor. The driven mechanical torque is proportional to the square of its speed. 

Under-voltage motor protection is not modeled. A one-line diagram and data of the 

substation of bus 24151 are provided in the Fig. 1.26. Buses 24160 and 24229 are two 

115 kV load-serving buses connected to bus 24151. The parameters and load models for 

all the equivalent feeders are assumed to be identical. Thus, the responses of A/Cs on one 

feeder will be used to illustrate the results in the following case studies. 

1.4.5.2 Propagation of A/C motor stalling to unfaulted phases 

In this case, 75% of total load of the bus 24151 is assumed to be A/C load with the 

remaining load modeled by constant impedance loads. This case is referred to as case 1 

hereafter. A single line to ground (SLG) fault is applied on the phase A of bus 24151 at 

0.7 s (the corresponding fault point-on-wave is 0 degree), and cleared after 4 cycles.  

The three phase voltages of the buses served by 500 kV bus 24151 are shown in 

Fig. 1.27. It can be observed that the SLG fault at bus 24151 depressed the phase voltages 
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Fig. 1.25 A two-section equivalent feeder model 

 
Fig. 1.26 A detailed modeling of the substation of bus 2415 
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of both phases A and C at the distribution system level, due to the delta-wye connection 

of the 115 kV/12.47 kV step-down transformers.  

The responses of the A/C motors connected at the quarter length point of a feeder 

are shown in Fig. 1.28. The terminal voltages of the A/C motors on all three phases drop 

when the fault is in effect, with the voltages on phases A and C being depressed down to 

around 0.4 pu. The terminal voltages of these two phases recover partially upon clearance 

of the fault. Consequently, the speeds of the A/C compressor motors on both phases A 

and C also recover. However, the level to which the voltages recover is lower than 0.6 pu. 

The speed recovery of A/C motors on both phases is not sustained under such a low 

voltage condition, and these motors start to stall at about 0.75 s. A/Cs on phase C stall at 

0.9 s and A/Cs on phase A stall at 1.0 s. Subsequently, the terminal voltages of A/Cs on 

both phases are further depressed to about 0.4 pu. 

The speeds of the A/C motors on phase B fully recover after the fault is cleared and 

sustain for 0.6 s. However, the voltage of phase B is also depressed due to the interaction 

with phases A and C through those 115/12.5 kV transformers. Further, reactive power 

consumption by the A/C motors on phase B increases as the terminal voltages decrease, 

as depicted in the Fig. 1.28, which, in turn, depresses the voltages further. These 

combined effects eventually lead to stalling of the A/C motors on phase B after 1.5 s.  

As a result of the A/C stalling on all three-phases, three phase line-to-ground 

voltages of all the buses served by the substation of bus 24151 are significantly 

depressed, as shown in Fig. 1.29. Because the A/C motors on three phases stall at the 

different times, the three-phase voltages become significantly unbalanced after fault  
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Fig. 1.27 Three phase voltages at different locations served by the substation of bus 
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Fig. 1.28 The responses of the A/C motors at the quarter length point of a feeder
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Fig. 1.29 Three phase voltage magnitudes of buses served by the substation of bus 24151 
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Fig. 1.30 Three-sequence voltage magnitudes of three buses served by bus 24151 
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clearance until all A/Cs on three phases stall. The unbalance is clearly shown in both Fig. 

1.29 and Fig. 1.30. After A/Cs on all three phases are stalled, the positive sequence 

voltage of the 115 kV bus 24160 is depressed down to 0.6 pu and the positive sequence 

voltage of the 500 kV bus 24151 is depressed down to 0.9 pu. During the simulation 

period, A/C motors remain in the stalled state, thus the voltages remain depressed. It can 

be expected that the transmission system voltage will only recover after the stalled A/Cs 

are tripped off. 

1.4.5.3 Effects of load composition on A/C motor stalling  

In this study, the effects of the load composition on A/C motor stalling and the 

occurrence of FIDVR events are simulated and analyzed. Five cases in total are examined 

as summarized in Table 1.4, with different percentages of single-phase A/C compressor 

motors, three-phase induction motors and constant impedance loads.  

Table 1.4 Load composition data of the five study cases 

Case # Load composition (in terms of real power) 

1 75% 1-Ф A/C compressor motor, 25% constant impedance 
2 75% 1-Ф A/C compressor motor, 10% 3-Φ NEMA type B induction motor, 

15% constant impedance 
3 70% 1-Ф A/C compressor motor, 15% 3-Ф NEMA type B induction motor, 

15% constant impedance 
4 60% 1-Ф A/C compressor motor, 15% 3-Ф NEMA type B induction motor, 

25% constant impedance 
5 50% 1-Ф A/C compressor motor, 25% 3-Ф NEMA type B induction motor, 

25% constant impedance 
 

It is observed from Fig. 1.31 that the SLG fault at bus 24151 eventually causes 

A/Cs on all three phases within the footprint of bus 24151 to stall for all the five study  
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Fig. 1.31 The speeds of A/C compressor motors at the 1/4 length point of the feeder f-1 
served by bus 24160 for all five cases. 
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cases. These results indicate that propagation of A/C motor stalling to unfaulted phase is 

consistent across a substantial range of load compositions. The study implies that the 

impacts of SLG faults close to certain regions of the system with high A/C penetration 

could be more severe than perceived, and more attentions should be paid to them.  

The major difference among the results is the time at which A/C compressor motor 

stalling occurs. An obvious trend is that less the A/C loads, the longer it takes for A/C 

compressor motors to start stalling. In case 2, 75% of the load is single-phase A/C motors 

and 10% the load is three-phase induction motor. While in case 3, the corresponding 

percentages are 70% and 15%, respectively. Fig. 1.31 shows that it takes a longer time 

for A/Cs to stall in latter case than the former. The same trend is observed in the cases 4 

and 5. These results confirm that three-phase induction motors are less onerous than the 

single-phase A/C compressor motor in terms of causing FIDVR problems. The reason is 

mainly twofold: first, less prone-to-stall A/C motors means less A/Cs will stall and less 

reactive power is drawn; second, during and immediately after the fault, three-phase 

induction motors actually support the system voltage by injecting VArs as they tend to 

keep their internal voltages constant during the fault period. This is apparent from the 

reactive power trace in Fig. 1.32. 

1.4.5.4 Effect of the point-on-wave (POW) characteristic of A/C compressor motor 
stalling 

Previous research demonstrates that A/C compressor motor stalling is sensitive to the 

point on the voltage waveform when the fault is applied. How such a characteristic 

affects A/C motor stalling and the associated system dynamics with unsymmetrical faults  
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Fig. 1.32 Power consumption of the three-phase induction motors at the 1/4 length point 
of an equivalent feeder within bus 24229 substation for case 3 

in the transmission system is an important question to be answered. This question is 

answered through a comparison study as follows: 

The case 5 discussed before is used here as the base case, and a SLG fault is 
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Fig. 1.33 The responses of the A/C motors at the quarter length point of a feeder with the 
fault POW as 90 degrees  

A/C stalls in case 5A. The real power drawn by the A/Cs on three phases changes slightly 
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pre-fault level. The corresponding impacts on the local transmission and distribution bus 

voltages are shown in Fig. 1.34. The voltage recovery of these local buses is somehow 

delayed by the A/Cs. 

The comparison results show that the POW effect leads to different results in terms 

of A/C stalling and the resulting system voltage recovery. Therefore, it is recommended 

that, for detailed FIDVR studies, the POW characteristic should be considered whenever 

possible, in order to obtain a clearer picture of potential outcomes as the POWs of actual 

faults in power systems are random. 

1.4.5.5 Computational performance 

The experiment hybrid simulation platform set up in the laboratory consists of a 

desktop computer (processor: quad-core, 3.4 GHz, Intel Core i7-3770) and a laptop 

(processor: duo-core, 2.26 GHz, Intel Core P8400). Both are on the same LAN 

environment, connected via a wireless network with a speed of 250 Mb/s. PSCAD is 

installed and run on the desktop, while the developed three-sequence TS program is run 

on the laptop. 

For a 3-second simulation of case 1, the computation times of different simulation 

approaches and interaction protocols are summarized in Table 1.5. The multi-core 

parallel computing capability of PSCAD (available since version 4.6) has been utilized in 

all the simulation methods. EMT-TS hybrid simulation results are reported in the first 

three rows. In the simulation done in the last row, the internal network is represented in 

detail but the external system is represented in a greatly simplified manned using a fixed 

Thévenin equivalent at the boundary buses. Correspondingly, the whole test case is 
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Fig. 1.34 Comparisons of the bus voltages for two different POW cases: (left) case 5; (right) case 5A
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simulated with PSCAD. Due to the large scale of the external system and utilization of 

multi-core parallel computing capability of PSCAD, the computational times used by the 

EMT and TS parts are comparable for this test case. In this context, compared to the 

serial protocol, the combined protocol reduces the computation time by 44%. The time 

difference between the combined and the serial protocols mainly corresponds to the time 

consumed by the TS part simulation and data exchange via the socket communication. 

Additionally, the computation time with the combined protocol is only marginally 

increased in comparison to that with the parallel protocol. Lastly, even compared with the 

pure EMT simulation of the detailed system, the computation time with the proposed 

hybrid simulation and the combined protocol is only moderately increased. However, 

more accurate simulation results of the detailed system and the external system can be 

achieved using the hybrid simulation approach. 

It should be noted that the advantage of the combined protocol over the serial 

protocol would become less significant in cases where either the EMT or TS part of the 

hybrid simulation dominates the simulation in terms of computation time. 

Table 1.5 Performances of the hybrid simulation with different protocols 

Simulation method Computation time /s 

EMT-TS (parallel protocol) 371 

EMT-TS (combined protocol) 387 

EMT-TS (serial protocol) 692 

EMT (the detailed system + a fixed 
equivalent of the external system) 

264 
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1.5 Application of Hybrid Simulation To Power Systems Inter-Faced With HVDC 
Systems 

1.5.1 Background 

The power electronic converter and its control technology are the fundamental 

building blocks for model power electronic devices. Two prevailing converter 

technologies are the LCC and VSC. The LCC technology is mainly used in the classical 

HVDC transmission, where the thyristor valve is used. VSC is regarded as a new 

generation converter technology, and it has been increasingly adopted in VSC-HVDC 

transmission systems and advanced FACTS devices. 

The proposed hybrid simulation mainly addresses the issues of 3-phase modeling, 

phase imbalance and detailed A/C motor modeling and simulation in Section 1.4. In this 

section, the hybrid simulation will be utilized to solve the problem related to modeling 

power electronic converter based devices in power system dynamic simulations, as 

discussed before. In the following two sections, the proposed hybrid simulation will be 

applied to two different study cases: (a) a power system with a classical LCC-HVDC 

infeed and (b) a power system embedded with a VSC-HVDC. The hybrid simulation is 

conducted using the combined interaction protocol introduced in Chapter 3, by default, 

unless otherwise specified. Through these tests, the applicability of the hybrid simulation 

tool will be comprehensively evaluated for the two mainstream converter technologies.  

1.5.2 Application to Power Systems Interfaced with a Classic HVDC System 

In this section, the developed hybrid simulation platform is tested on the IEEE 39 

bus system [26] with a classical LCC-HVDC link connected to bus 39, as shown in Fig. 

1.35. The HVDC link is based on the CIGRE HVDC benchmark model [27], rated at 230 
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kV, 1000 MW, and shown in Fig. 1.36. In the hybrid simulation mode, the HVDC link is 

modeled in PSCAD, with bus 39 as the boundary bus, while the remainder of the test 

system is simulated by the TS simulation. For benchmarking purpose, the whole test 

system is also modeled in PSCAD. The time step of the EMT simulation is 50 µs and the 

time step of the TS simulation is 5 ms. 
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Fig. 1.35 A modified IEEE 39 bus system with an HVDC link connected to bus 39 

 

Fig. 1.36 The CIGRE HVDC benchmark model 

The performance of the LCC-HVDC system is significantly influenced by the 

strength of the system at the point of interconnection. It is recommended that the short 
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circuit ratio (SCR) should be at least 3.0 so that the HVDC system can achieve acceptable 

performance when subjected to severe disturbances [28]. In this test case, the SCR is 2.2. 

This means the connection point is weak for this HVDC infeed, which requires 

robustness of the hybrid simulation tool to handle such an unfavorable study case.  

In this test case, a three-phase to ground fault is applied at bus 39, which is also the 

inverter AC bus, at 3.0 s and cleared in 4 cycles (0.0667 s). The benchmarking results are 

shown in Fig. 1.37 to Fig. 1.39. The results by both simulators overall are well matched, 

with a small discrepancy for a short period after the fault is cleared. The high frequency 

dynamics of the HVDC system over a short period after the fault is cleared is highlighted 

in Fig. 1.39(a). The results indicate that the hybrid simulation can adequately capture the 

high frequency behaviors of the HVDC model. It is shown in Fig. 1.39 that the dc voltage 

becomes negative during the period between 3.01 s and 3.03 s, which will be prevented in 

actual HVDC systems by the converter controls and/or protections. The main reason is 

that control scheme and settings in the model are not sophisticatedly optimized [27]. 

Actually, a similar result was also observed with the CIGRE HVDC test system and 

documented in [27]. Considering that the main objective of this comparison study to 

verify the accuracy of the developed tool, rather than the performance of the HVDC 

system, this HVDC model is acceptable for this study.  

The response of the external system is illustrated by the power of the generator at 

bus 30 shown in Fig. 1.40 and the positive sequence voltages at bus 1 and bus 9 shown in 

Fig. 1.41. The main discrepancy corresponds to the power oscillation during the fault 

period, which is mainly due to the difference in the modeling approaches between the  
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Fig. 1.37 Three-phase voltages of bus 39 (HVDC inverter AC bus) 
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Fig. 1.38 Three-phase current injection into the bus 39 from the HVDC inverter  

two software packages. The other discrepancy corresponds to the oscillations observed in 

the real and reactive power output after the fault is cleared. The oscillation is of 

fundamental frequency, as shown in Fig. 1.42. It is found that the DC component in the 

stator current introduced by the fault clearing contributes to the oscillation. The DC 

component in the stator current is reflected as a fundamental frequency component in 

rotor, which results in fundamental frequency oscillation in the generator power output. 
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Fig. 1.39 DC voltage and current of the HVDC inverter: (a) DC voltage, (b) DC current 

 

Fig. 1.40 Real and reactive power of the generator at bus 30 
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Fig. 1.41 Positive sequence bus voltages of the external system: (a) bus 1; (b) bus 9 

 

Fig. 1.42 The DC components of three-phase current injection and the real power of the 
generator at bus 30  
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In the hybrid simulation, bus 30 is represented in the external system, where the DC 

component of the generator stator current cannot be represented by the phasor modeling 

approach. Thus, the oscillation cannot be captured by hybrid simulation mode. 

Except for these two discrepancies, the overall impacts of the fault on the external 

system are adequately captured by the hybrid simulation approach. Considering the low 

SCR and the severity of the fault in this test case, the robustness of the developed hybrid 

simulation tool is also verified. 

1.5.3 Application to Power Systems Embedded with a VSC-HVDC System  

There are two converter technologies for VSC-HVDC systems, i.e., high frequency 

pulse width modulation (PWM) control two-level or three-level type, and a more recent 

modular multilevel converter (MMC) type [29]. This research focuses on the PWM 

control two-level VSC-HVDC systems, as most of the commissioned VSC-HVDC 

projects use this type. The high switching frequency (in the range of 1000-2000 Hz) of 

the VSC-HVDC system poses a challenge to hybrid simulation, because a very small 

simulation time step has to be used in EMT simulation, and the resulting simulation time 

step ratio between EMT and TS become very large.  

This test case is based on the IEEE 39 bus system, with a VSC-HVDC system 

added to connect the buses 8 and 29, as is shown in Fig. 1.43. The VSC-HVDC system is 

shown in Fig. 1.44. The constant active and reactive power controls are used in the 

rectifier, and a DC voltage control and an AC voltage control are employed in the 

inverter. The rated active power is 280 MW and the dc voltage is 400 kV. 

The EMT simulation time step should be approximately one hundredth of the 

PWM carrier period to ensure good simulation precision. Hence, the EMT simulation 
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time step is chosen as 5 µs, since the PWM carrier frequency of this VSC-HVDC system 

is 1980 Hz. The TS simulation time step is 5 ms.  

The region encircled by the dashed line in Fig. 1.43 is the detailed system and 

modeled in PSCAD, with the rest of the AC system represented in three-sequence and 

simulated by the OpenHybridSim tool. 

 

 

Fig. 1.43 IEEE 39 bus system interfaced with a VSC-HVDC connecting buses 8 and 29 
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Fig. 1.44 A two-terminal VSC-HVDC system 

A three-phase to ground fault is applied on bus 28 (one bus away from both the 

inverter AC bus and the boundary bus) at 1.0 s and it is cleared in 0.05 s (3 cycles). The 

responses of the VSC-HVDC system to the fault, including DC and AC voltages and 

currents of the VSC-HVDC system and power output of the generator at bus 38 are 

presented in Fig. 1.45 to Fig. 1.50. The simulation result differences with reference to the 

EMT simulation are summarized in Table 1.6.  

First, the results show that the hybrid simulation results are close to the reference 

simulation results obtained by PSCAD. The average differences of some key parameters 

monitored are less than 0.05 pu, as shown in Table 1.6.  

Second, the main discrepancies appear in the first 6 cycles after the fault is cleared. 

In addition, the discrepancies are generally more apparent in the variables of the VSC-

HVDC system, e.g., the DC voltage ௗܸ௖ and current ܫௗ௖, than those of the AC system. 

One factor contributing to the discrepancies is the harmonics and their impacts on the 

HVDC controls. The harmonics in the voltage and current at the inverter AC terminal are 

apparent during the fault period, as shown in the EMT simulation results in Fig. 1.45. 

However, high frequency characteristics of the external system are not adequately 

preserved in the equivalent used by the EMT-TS hybrid simulation. It is also observed 

that these discrepancies last for a very short period, thus they do not have a significant 
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impact on the overall dynamics of the system. The simulation results obtained by the 

hybrid simulation and PSCAD simulation tend to “converge” again after 1.2 s. 

 

 

Fig. 1.45  (a) Phase A current flowing into the VSC-HVDC system at bus 29 and (b) 
phase A voltage of bus 29 
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Fig. 1.46 Monitoring variables of VSC-HVDC rectifier: (a) real power, pu on VSC-
HVDC system base; (b) reactive power flowing into the rectifier, pu on VSC-HVDC 

system base; (c) DC voltage; (d) DC current 
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Fig. 1.47  (a) Phase A current from the VSC-HVDC inverter into bus 8 and (b) phase A 
voltage of bus 8 
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Fig. 1.48 Monitoring variables of VSC-HVDC inverter: (a) real power, pu on VSC-
HVDC system base; (b) reactive power flowing into the rectifier, pu on VSC-HVDC 

system base; (c) DC voltage  
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Fig. 1.49 Positive sequence voltage magnitudes of buses 29, 8 and 25  

 

Fig. 1.50 Active and reactive power generation of the generator at bus 38 
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Table 1.6 The simulation result differences for the case of IEEE 39 bus system interfaced 
with a VSC-HVDC system (three-phase fault at bus 28) 

 
With the simulation time step of EMT as 5 µs, and that of TS as 5 ms, the total 

simulation times of running the test system for a period of 2.0 s using PSCAD and the 

developed hybrid simulation tool, respectively, are summarized in Table 1.7. It shows 

that, for this study case, the performance of the developed EMT-TS hybrid simulation 

tool is approximately 7 times faster than the EMT simulation with PSCAD. 

Table 1.7 Simulation performance comparison between hybrid simulation and EMT 
simulation for the case of IEEE 39 bus system embedded with a VSC-HVDC system 

Simulation	method	 Time	consumption	(s)	

EMT	(with	PSCAD)	 1152		

Hybrid	simulation	 164	

1.6 Integrated Transmission and Distribution System Modeling and Simulation 

Distribution systems increasingly influence the behavior of bulk power systems, as 

a result of nonlinear characteristics of the loads and distributed generation resources. The 

interactions between distribution and transmission systems have also increased. However, 

in traditional power system simulation tools, transmission and distribution systems are 

separately modeled and analyzed. Hence, it is difficult to analyze the impacts of 

distribution systems on transmission systems in detail and vice versa [30]-[34]. 

Admittedly, the hybrid simulation approach can be applied to analyze integrated 

	 Average	difference	/pu Maximum difference	/pu	

	Rectifier	ofࢉࢊࡵ 0.046	 1.075	

	Rectifier	ofࢉࢊࢂ 0.007	 0.042	

	Rectifier	of	ࢉ࢈ࢇࡵ 0.029	 0.412	

	29	bus	of	ࢉ࢈ࢇࢂ 0.030	 0.203	



 

74 
 

transmission and distribution (T&D) systems, with the distribution systems being 

simulated by the EMT simulator. However, the hybrid simulation approach is not well 

suited for the cases with tens to hundreds of complex distribution systems interfaced with 

the transmission system.  

A phasor modeling based integrated simulation approach is proposed to address the 

demand. An integrated modeling framework is first developed in this section, where the 

transmission system is modeled as one subsystem in three-sequence detail, while each 

distribution system is represented as a subsystem and modeled in three-phase detail. The 

integrated T&D power flow (TDPF) is solved by iteratively solving a three-sequence 

power flow for the transmission system and a three-phase power flow for each 

distribution system. For the integrated T&D dynamic simulation (TDDS), the main 

challenge is associated with different network representations in the transmission and the 

distribution systems. With the partitioned solution approach adopted in the TDDS 

algorithm, the multi-area Thévenin equivalent (MATE) approach is utilized in the 

network solution step to address this challenge.  

1.6.1 Integrated Transmission and Distribution System Modeling 

In deciding an appropriate modeling approach for integrated transmission and 

distribution systems, the following two important factors have to be considered: (1) the 

physical features of transmission and distribution systems; (2) the common modeling 

assumptions that could be made for both power flow and dynamic simulation.  

Firstly, distribution systems generally should be modeled in three-phase detail for 

both power flow and dynamic simulation, as distribution systems are inherently 

unbalanced. Secondly, the conditions at the boundary between the transmission and 
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distribution systems are influenced by the unbalanced conditions of the distribution 

systems and the fault(s) considered in dynamic simulation. Therefore, although 

transmission systems can be assumed to be physically three-phase balanced, the typical 

assumption that the boundary conditions at the interfaces between transmission and 

distribution systems are reasonably balanced is not always valid, particularly in dynamic 

simulation. In this context, the transmission system should be represented in either three-

sequence or three-phase detail. To avoid the modeling and computational complexity 

involved in three-phase representation and to effectively reuse the existing sequence 

component-based models and simulation algorithms, the transmission system is modeled 

in three-sequence in this research. 

1.6.2 Power Flow Algorithm for Integrated Transmission and Distribution System 

The proposed TDPF algorithm is formulated based on a master-slave approach 

[30], with the power flow of the transmission system as the master problem and the 

power flow of the distribution systems as the slave problem. The main differences from 

[30] include: 1) modeling the transmission system in three-sequence instead of positive 

sequence; 2) a three-sequence power flow algorithm is developed for the transmission 

system; 3) appropriate three-sequence representations of the distribution systems in the 

power flow formulation of the transmission system. 

The boundary information exchanged between the transmission and the distribution 

systems during the integrated power flow solving process is illustrated in Fig. 1.51. At 

each iteration between the transmission and the distribution systems, the transmission 

system provides the three-phase voltages at the boundary buses, denoted by ஻ܸ௜
௔௕௖, to the 

corresponding distribution systems to update their boundary (source) bus voltages. 
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Similarly, the results from the distribution systems are transformed to three sequence 

equivalents. The positive sequence component is represented by a constant power load 

௜ܳܲ݀ܽ݋ܮ
ሺଵሻas in a conventional balance power flow. The negative- and zero-sequence 

components are represented by negative sequence current injection  ݊݅ܫ ௜݆
ሺଶሻ and zero 

sequence current injection ݊݅ܫ ௜݆
ሺ଴ሻ, respectively at the appropriate boundary buses. 

(1)

(2)

(0)

i

i

i

LoadPQ

Iinj

Iinj
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k

k
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Fig. 1.51 Boundary data exchange between the transmission and the distribution systems 
in the integrated power flow 

In the transmission system part, the three sequence networks are decoupled and 

solved independently. The positive sequence network is solved using existing positive 

sequence power flow algorithms. The negative- and zero-sequence networks are 

represented by (1.4) and (1.5). 

ሺ૛ሻࡵ ൌ  ሺ૛ሻ                                                    (1.4)ࢂሺ૛ሻࢅ	
ሺ૙ሻࡵ ൌ  ሺ૙ሻ                                                     (1.5)ࢂሺ૙ሻࢅ	

Superscripts 2 and 0 denote negative- and zero- sequence components, respectively. 

The negative- and zero- sequence bus current injections in ࡵሺ૛ሻ and ࡵሺ૙ሻare zero except for 

the boundary buses when they are interfaced with unbalanced distribution systems. ࢂሺ∗ሻ is 

the sequence bus voltage vector; ࢅሺ∗ሻ is the sequence admittance matrix of the network. 



 

77 
 

A sequence network solver for solving (1.4) and (1.5) has been developed based on 

the short circuit program in InterPSS. The sequence admittance matrices are fixed unless 

there is a network change. They are factorized at the initialization stage, and (1.4) and 

(1.5) are solved only once for each transmission system power flow. Thus, the 

computational burden due to the solution of (1.4) and (1.5) is marginal. 

For the distribution systems, a three-phase power flow based on the 

backward/forward sweep (BFS) algorithm [25] has been developed. The flowchart of the 

integrated power flow algorithm is shown in Fig. 1.52.  

 
Fig. 1.52 The flowchart of the integrated T&D power flow 
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1.6.3 Dynamic Simulation for Integrated Transmission and Distribution System 

1.6.3.1 Formulation and Solution of Dynamic Simulation 

The dynamic simulation of power systems can be mathematically described as a 

solution to a set of differential-algebraic equations (DAEs) as follows [35]-[36]:  

ሶ࢞ ൌ ,ሺ࢞ࢌ  ሻ                                                        (1.6)ࢂ
,ሺ࢞ࡵ ሻࢂ ൌ  (1.7)                                                       ࢂࢅ	

with a set of known initial conditions ( ࢞૙, ࢂ૙), where x is a vector of the state variables; 

V is the bus voltage vector; I is the bus current injection vector; Y is the nodal admittance 

matrix of the network. Conventionally V, I and Y represent the positive sequence only. In 

the following sections, they will be extended to three-sequence and three-phase reference 

frameworks. 

Based on the way in which (1.6) and (1.7) are interfaced with each other, there are 

basically two solution approaches for the above DAEs, i.e., a simultaneous approach and 

a partitioned approach [35]. In the simultaneous solution approach, (1.6) is first converted 

to a set of algebraic equations, which are lumped with (1.7) to form a single larger 

algebraic equation set. It is complicated to formulate the equation sets with different 

network representations for the transmission and the distribution systems. On the other 

hand, with the partitioned solution approach, the differential equation set (1.6) and the 

algebraic set (1.7) are solved separately. The corresponding solution processes are 

generally referred to as the integration step and the network solution step, respectively. 

Such a decoupling feature allows the integration method and the network solution method 

to be chosen independently and facilities the solution of integrated transmission and 

distribution systems.  
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Based on the discussions above, the partitioned solution approach is adopted for 

integrated transmission and distribution dynamic simulation. For the integration step, 

dynamic models basically require some local measurements (for example, bus voltage 

and frequency at the terminal or an associated remote control bus) to perform the 

integration. Furthermore, the transmission and the distribution systems are represented as 

individual subsystems based on the proposed modeling framework. Thus, appropriate 

integration algorithms can be reused or developed for the transmission and the 

distribution systems independently. Compared to existing dynamic simulation algorithms 

for bulk power systems [35]-[36], no special change is required in the integration step for 

the integrated transmission and distribution systems. 

On the other hand, almost all the existing simulation programs require the same 

representation (either single-phase or three-phase) for the whole system to build the 

network admittance matrix for solving network solution. Considering the different 

representations in the proposed modeling approach, the single-network oriented network 

solution approach cannot be directly applied to the integrated transmission and 

distribution systems. Therefore, a special network solution approach, which is capable of 

accommodating multiple subsystems and distinct network representation of each 

subsystem, is needed at the network solution step. In this following section, a diakoptics 

[37] based network solution approach will be utilized to address this issue. 

1.6.3.2 Diakoptics and Multi-area Thévenin Equivalent  

One important benefit of the concept of diakoptics is that the individuality of the 

resulting subsystems is maintained, which allows these subsystems to be modeled and 

simulated distinctly. The original diakoptics based solution proposed by Happ [37], 
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which was based on the concept of “open and closed path contours”, was difficult to 

visualize and formulate in a clear and straightforward manner [38]-[39]. In addition, the 

solution cannot be directly applied to the cases where the subsystems are not modeled at 

the same level of detail. The multi-area Thévenin equivalent (MATE) concept [38]-[39] 

reformulates and extends the diakoptics approach to make it easier to understand and 

program into an algorithm.  

A detailed derivation and formulation of the MATE based algorithm can be found 

in the Appendix-B. The MATE approach based network solution for a system consisting 

of multiple subsystems includes four steps, as illustrated in Fig. 1.53: 

(1) Solve each subsystem network without current injections from the link branch(es) 

to obtain the bus voltages ࢏,࢚࢔࢏ࢂ. 

(2) Retrieve boundary bus voltages from ࢏,࢚࢔࢏ࢂ  and build the subsystem network 

Thévenin equivalents, as illustrated in the dashed rectangular part in Fig. 1.53(c) 

(3) Build the link subsystem by connecting the Thévenin equivalents with the link 

branches, and then solve it to obtain the currents of the link branches, as shown in 

Fig. 1.53(c) 

 
(4) Solve each subsystem network again considering only the link branch current 

injection(s) to obtain the solution ࢏,࢚࢞ࢋࢂ, as shown in Fig. 1.53(d). Based on the 

superposition theorem, the final bus voltages are obtained by  

࢏,࢈࢛࢙ࢂ ൌ ࢏,࢚࢔࢏ࢂ ൅  .࢏,࢚࢞ࢋࢂ
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Fig. 1.53 A schematic illustration of the MATE approach 

The MATE approach can be used to reconcile the individual solutions of 

subsystems into a full-system simultaneous solution at the network solution stage. When 

nonlinear models exist in the system, iterations of the solution process above are 

required. For integrated T&D systems, this reconciliation process is illustrated in Fig. 

1.54. The transmission system and the distribution systems can be first solved 

independently with their own representations and solution techniques. Then the 

interactions among them can be reconciled at the level of the link branches by sharing 

their Thévenin equivalents and solving the resulting link subsystem. Considering 

different representations, a reference coordinate system and necessary coordinate 

transformations are required at the coordination stage, which will be discussed in more 

detail in Section 1.6.3.4. 
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Fig. 1.54 Coordination of the subsystem simulation solutions through the link subsystem 
using the MATE approach 

1.6.3.3 Development of Three-Phase Dynamic Simulation Algorithm 

The three-sequence transient stability simulation algorithm developed in Section 

1.3 can be used to simulate the transmission system. For the distribution systems, a three-

phase dynamic simulation algorithm needs to be developed. The overall simulation 

procedure of three-phase dynamic simulation is similar to the existing positive sequence 

dynamic simulation. The main differences are associated with three-phase oriented 

network representation and dynamic modeling. One of the important objectives in this 

development process is that well-tested three-sequence based models are re-used and 

formidable re-programming efforts are avoided whenever possible. This objective is 

mainly achieved through applying the inheritance feature of object-oriented programming 

and the adapter design pattern [42] throughout the development.  

(1) Modeling of three-phase components 

The mapping relationship between three-sequence and three-phase modeling are 

shown in Fig. 1.55. Static components, such as transmission lines, transformers, static 

loads (impedances and admittances) can be directly transformed from three-sequence 
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representations to three-phase representations. Existing three-sequence parameters can be 

used as input, and transformed to the corresponding three-phase values internally.  

 

Fig. 1.55 Transformation from three-sequence modeling to three-phase modeling 

 
For three-phase rotating machines, their structure and operation characteristics have 

been considered in developing their three-phase dynamic models. Firstly, their dynamics 

are mainly determined by the positive sequence components [36],[40],[41], due to the 

inherent symmetric structure of the rotating machines and the way they are connected to 

the system. Secondly, when interfaced with a three-phase network, they can be 

represented as a three-phase Norton equivalent as shown in Fig. 1.56. In addition, due to 

the internal symmetric structure of the machines, the internal three-phase current 

injection ܫ௚௘௡௔௕௖  shown in Fig. 1.56 is always balanced, and corresponds to the current 
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injection in the positive sequence based model. ܫ௚௘௡௔௕௖ is dependent on the internal state 

variables and updated at each TS simulation time step, while the three-phase Norton 

admittance ௚ܻ௘௡
௔௕௖ is transformed from the three-sequence machine admittances and kept 

constant during the simulation. With these features taken into account, the existing three-

sequence based machine modeling of the three-phase rotating machines can be reused for 

three-phase TS simulation through the adapter design pattern, which is illustrated by the 

“wrapper” frame over the existing three-sequence based machine models in Fig. 1.56.  

 

Fig. 1.56 A Norton equivalent model of the three-phase machine (both synchronous and 
induction machines) for three-phase TS simulation 

The actual implementation of the three-phase machine model is illustrated in Fig. 

1.57. The main function of the machine adapter is to invoke the functions of the existing 

positive sequence model to update the state variables through an integration step and then 

calculate the positive sequence current source, which is subsequently transformed to the 

three-phase current source ܫ௚௘௡௔௕௖  and used later in the three-phase oriented network 

solution. 

(2) Modeling of single-phase components 

Static single-phase components, such as single-phase secondary distribution feeder, 

impedances and admittances, can be modeled in a manner similar to the positive 

sequence modeling. In dynamic simulation, they are directly added to the network 

abc
genYabc

genI
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Fig. 1.57 Implementation of three-phase machine model based on the corresponding 
three-sequence model using adapter pattern  

 

admittance matrix. As for single-phase dynamic components, such as single-phase 

residential air conditioners, a single-phase Norton equivalent model can be used to 

interface with the network. The equivalent current source should be updated at each step 

based on the dynamic response of the component to the boundary bus condition, while 

the equivalent admittance should be fixed during the simulation. A dynamic model of 

single-phase air-conditioner has been developed with this modeling approach. The 

dynamic performance of this model is based on the A/C performance model proposed by 

WECC [5], which has two operating states, i.e., run and stall, and the corresponding 

characteristics are shown in Fig. 1.58. In this research, this model is developed in a 

single-phase oriented framework, instead of the original positive-sequence representation. 

This model will be used in the test cases in this section and next section.  
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                               (a)                                                                   (b) 

Fig. 1.58 The power consumption versus terminal voltage characterisitcs of the A/C 
compressor motor under the “run” and “stall” operation conditions [80] 

1.6.3.4 MATE-based Three-Phase/Three-Sequence Dynamic Simulation Algorithm 

The three sequence TS simulation, the three-phase dynamic simulation combined 

with the MATE approach together form the TDDS algorithm. The key steps of the TDDS 

algorithm are shown in Fig. 1.59. During the implementation, several key issues have 

been identified and addressed: 

(1) For the proposed power flow algorithm, a common boundary bus shared by the 

transmission system and a distribution system is required. On the other hand, for the 

dynamic simulation, the subsystems should be connected through branches, as illustrated 

in Fig. 1.53(a), in order to comply with the formulation of the MATE approach. To 

facilitate the same subsystem model being used for both power flow and dynamic 

simulation, the subsystems are split based on the bus splitting concept and connected by 

“virtual” breakers. For each boundary bus, a dummy bus is created during the network 

partition stage. Subsequently, a “virtual breaker” (represented by a branch with a small 

impedance, i.e., 0.0001 pu) is introduced to connect them. At the simulation stage, the 
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virtual breakers connecting the transmission and the distribution subsystems are 

“switched off” and not used in power flow, but “switched on” for the integrated dynamic 

simulation. The virtual breakers become the link branches in MATE based dynamic co-

simulation. 

 

Fig. 1.59 The flowchart of the proposed TDDS algorithm 

(2) While the transmission system is modeled and solved as one subsystem in 

power flow, it is not necessarily represented as one subsystem for dynamic simulation. It 

can also be further split into subsystems and the resulting subsystems can be represented 
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either in three-sequence or three-phase, depending on the application requirements. Such 

splitting is useful for analyzing unbalanced faults in the transmission system and realizing 

parallel dynamic simulation. 

(3) A common (reference) coordinate system should be predefined and used for 

coordinating different representations of transmission and distribution systems. In the 

present implementation, the three-sequence coordinate is chosen as the default common 

coordinate. For the subsystem(s) modeled in three-phase detail, the following data 

processing is required: (a) the three-phase Thévenin equivalent is built first, and 

transformed to the three-sequence Thévenin equivalent; (b) after the three-sequence 

currents of the link branches are obtained from the link subsystem solution results, they 

need to be converted to three-phase. 

(4) Unbalanced faults are processed in a special manner. A basic requirement of 

building a three-sequence Thévenin impedance matrix for a subsystem modeled in three-

sequence representation is that three sequence networks of the subsystem are decoupled. 

If an unbalanced fault were applied to a subsystem modeled in three-sequence 

representation, the three sequence networks would become coupled at the fault point, 

which violates the requirement. Therefore, if an unbalanced fault is applied in the 

transmission system, the corresponding portion of the transmission system should be 

represented as one subsystem modeled in three-phase detail. However, it should be 

emphasized that the size of this three-phase modeling portion can be as small as only 

including the faulted bus. Therefore, the advantage of three-sequence modeling can be 

preserved.  
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(5) Both the coordinate systems (three-phase or three-sequence) and network 

(transmission or distribution) attributes are added to the subsystems. As the solution 

methods for three-phase and three-sequence coordinates are different, so also are the 

solution methods for transmission and distribution systems. The coordinate and network 

attributes added to the subsystems can help identify an appropriate simulation algorithm 

for each subsystem during simulation. 

1.6.4 Test Cases 

A simple 8-bus distribution feeder shown in Fig. 1.60 is used to build the 

distribution systems. The total load on the feeder is 8 MW. The feeder consists of 7 

sections of non-perfectly transposed overhead lines. The line codes and parameters are 

based on the IEEE 13-bus test feeder [43]. There are 7 equivalent loads, and their 

parameters are shown in Fig. 1.60. The loads are wye-connected and are identical on the 

three phases, unless otherwise specified in the test cases.  

 

Fig. 1.60 A simple 8-bus distribution feeder 

In the following test cases, the IEEE 9 bus and 39 bus test systems are used to 

represent the transmission system. In creating the integrated T&D systems, the 

distributed system shown in Fig. 1.60 is used to replace the original aggregated loads 

connected at the transmission buses. In addition, the feeder model and loads are scaled to 

match the original load seen by the transmission system. In the test case involving the 
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IEEE 9 bus system, the loads served by buses 5, 6 and 8 are replaced by the distribution 

systems. The resulting integrated system is referred to as T9D3. In the test case involving 

the IEEE 39 bus system, the loads served by buses 15, 16, 18, 26, 27 and 28 are replaced 

by the distribution systems, and the resulting integrated system is referred to as T39D6 

hereafter. The corresponding portion of the system is shown in Fig. 1.61.  

 

Fig. 1.61 A portion of the IEEE 39 bus system 

The 69 kV subtransmission buses (corresponding to the Bus 0 in Fig. 1.60) are 

selected as the interface between the transmission and the distribution systems. The 

number of a distribution bus in the integrated system is defined based on (1.8):  

ௗܰ௜௦௧,௜
௡௘௪ ൌ 10 ௧ܰ௥௔௡,௜ ൅ ௗܰ௜௦௧,௜

௢௟ௗ                                     (1.8) 

ௗܰ௜௦௧,௜
௡௘௪  denotes the new bus number of distribution bus i ; ௧ܰ௥௔௡,௜ is the number of 

the transmission bus to which the associated distribution system of bus i is connected; 

ௗܰ௜௦௧,௜
௢௟ௗ  is the original bus number of distribution bus i used in Fig. 1.60. 

To consider load unbalance condition, a loading unbalance factor β is defined. 

Loads on the three phases are defined as: 



 

91 
 

1 11
, , , , , ,3 3 3, ,A B C

L i T o ta l i L i T o ta l i L i T o ta l iP P P P P P         (1.9) 

where ௅ܲ,௜
஺ ,	 ௅ܲ,௜

஻  and ௅ܲ,௜
஼  are the real part of load on phase A, B and C of bus i, respectively, 

and ்ܲ௢௧௔௟,௜ is the sum of them. 

1.6.4.1 Test The Integrated T&D Power Flow Algorithm 

(1) Verification by Comparing with PSCAD 

There is no publically available phasor domain simulation program capable of 

modeling and simulating integrated T&D systems that can be used for comparison. 

Electromagnetic transient simulation programs support modeling and simulating 

integrated T&D systems in three-phase, point-on-wave detail. Hence, the proposed 

integrated T&D power flow algorithm is benchmarked against PSCAD. The T9D3 test 

case is used for benchmarking purposes. The comparison results are shown in Table 1.8 

and Table 1.9. The positive sequence bus voltages are extracted from their corresponding 

voltage waveforms using the FFT component in PSCAD. It can be observed that the both 

the transmission and distribution power flow results obtained from the proposed TDPF 

algorithm closely match with those of PSCAD.  

Table 1.8 Positive sequence voltages of the buses in the transmission system 

magnitude (pu) angle (degree) 

bus TDPF PSCAD TDPF PSCAD 

4 1.028 1.028 -2.23 -2.24 

5 1.002 1.001 -3.98 -4.02 

6 1.014 1.013 -3.81 -3.82 

7 1.028 1.027 3.56 3.52 

8 1.018 1.017 0.51 0.49 

9 1.033 1.033 1.78 1.79 
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Table 1.9 Three phase voltages of some selected buses in the distribution system served 
by bus 5 

bus phase 

magnitude (pu) angle (degree) 

TDPF PSCAD TDPF PSCAD 

51 

A 1.007 1.009 -40.52 -40.56 

B 1.009 1.011 -160.41 -160.46 

C 1.007 1.010 79.50 79.46 

55 

A 0.967 0.967 -43.61 -43.54 

B 0.981 0.984 -163.86 -163.69 

C 0.964 0.967 76.00 75.82 

58 

A 0.947 0.945 -44.86 -44.79 

B 0.960 0.963 -165.10 -165.26 

C 0.935 0.940 74.65 74.48 
 

(2) Robustness of the proposed algorithm under different levels of load unbalance  

As shown in Table 1.10, the integrated T&D power flow iteration counts for both 

test cases are insensitive to the load unbalance conditions in the distribution systems, 

which indicates the robustness of the proposed algorithm. 

Table 1.10 Number of iterations in the integrated T&D power flow under different load 
unbalance conditions 

Test case Scenario 
Number of iterations 

(k in Fig. 7.2) 

T9D3 (IEEE 9 bus 
system interfaced with 3 

distribution systems) 

Base case 3 

5% load unbalance 3 

10 % load unbalance 3 

T39D6 (IEEE 39 bus 
system interfaced with 
6 distribution systems) 

Base case 3 

5% load unbalance 3 

10 % load unbalance 3 
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1.6.4.2 The Integrated T&D Dynamic Simulation Algorithm 

The proposed TDDS algorithm has been tested on the T9D3 system. In dynamic 

simulation, all loads are represented by constant impedances. The whole system has also 

been modeled and simulated in PSCAD. At 1.0 s, a single-line-to-ground (SLG) fault is 

applied at the 69 kV bus 50 of the distribution system served by bus 5, and cleared after 

0.07 s. The three-phase voltages of bus 52 in the distribution system is shown in Fig. 

1.62, and the three-sequence voltages of bus 5 is shown in Fig. 6.13. It can be seen from 

both results that, other than the 1-cycle time delay introduced in extracting the 

fundamental frequency components using the FFT component in PSCAD, the simulation 

results of TDDS match well with those of PSCAD. 

 

Fig. 1.62 Three phase voltages of bus 52 in the distribution system served by bus 5 

0.5 1 1.5 2(a)

0.5

1

V
ol

ta
ge

 (
pu

)

TDDS
PSCAD

0.5 1 1.5 2(b)

0.5

1

V
ol

ta
ge

 (
pu

)

TDDS
PSCAD

0.5 1 1.5 2(c)
Time (s)

0.4

0.6

0.8

1

V
ol

ta
ge

 (
pu

)

TDDS
PSCAD

phase  A

phase  B

phase  C



 

94 
 

 

Fig. 1.63 Three-sequence voltages of bus 5 in the transmission system 

1.6.5 Application to FIDVR Study Under Unbalanced Conditions  

The FIDVR problem has been mainly studied using the composite load model and 

positive-sequence TS simulation programs [5]. It is pointed out in [5] this modeling and 

simulation approach is not applicable to unbalanced fault conditions. In addition, an 

aggregation approach has been used to build the composite load model. All motors in a 

feeder are assumed to have the same running and stall characteristics, and they stall at the 

same time. Considering their location differences as well as the resulting A/C stall time 

and trip time differences, the assumption could result in simulation results significantly 

different from their actual responses. These issues can be addressed by the proposed 

integrated T&D modeling and simulation approach. The following two study cases are 

conducted on the T39D6 system. In the base case, the three-phase loads are assumed to 

be balanced. The load composition is 50% single-phase residential A/C motor combined 
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with 50% constant impedances. The default parameters of the A/C performance model 

provided in PSLF user manual are used in the studies, except that the stalling voltage 

threshold is set to 0.65 pu. The stalling time is 0.033 s 

 (1) A FIDVR Event Triggered by a SLG Fault in The Transmission System  

In this test case, bus 17 and the connected branches in the transmission system are 

modeled as a subsystem in three-phase detail during dynamic simulation to accommodate 

an unbalanced fault. A SLG fault is applied on phase A of bus 17 at 1.0 s and cleared 

after 0.07 s. Due to the delta-wye connection of the distribution transformers, phases A 

and B at the distribution systems are directly affected by the fault. The phase A voltages 

of the buses at the end of the feeders are shown in Fig. 1.64.  

 

Fig. 1.64 Phase A voltages of the buses at the end of the feeders 
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It can be observed that the SLG fault causes stalling of A/Cs on phase A in the 

distribution systems served by buses 15, 16, 18 and 27, but there is no A/C stalling within 

the distribution systems served by buses 26 and 28, as both are relatively far away from 

the fault. Phase A voltages start to recover at around 5 s as A/C motors are gradually 

tripped off by their thermal protections. 

The phase A voltages of the distribution feeder buses served by bus 15 are shown in 

Fig. 1.65. The voltage profiles of the buses at different locations within one distribution 

system are significantly different. As shown in the Fig. 1.65, in this FIDVR event, only 

the A/Cs connected at bus 154 and the buses downstream of bus 154 stall, while those 

connected to the upstream buses (i.e., buses 152 and 153) do not stall. Such diverse 

responses of A/Cs in the same distribution system have not been properly represented in  

 

Fig. 1.65 Phase A voltage of feeder buses served by bus 15 
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the existing composite load model [5], where all A/Cs served by the same substation are  

assumed to respond identically to the fault. It can be expected that similar detailed studies 

can provide valuable references to further improve the composite load models, 

particularly the aggregation of A/Cs considering the different responses. 

On phase B, only the A/Cs connected to the bus at the end of the feeder served by 

bus 18 stall, the A/Cs on phase B of the upper stream buses of the same distribution 

system and within other distribution systems do not stall. Although phase C is not 

directly affected by the fault, the impacts of the FIDVR event on phase C of buses within 

each distribution system are obvious, as illustrated in Fig. 1.67. The impacts are mainly 

due to the three-phase interactions through the delta-wye connection of the distribution 

transformers.  

The impact of the FIDVR event on the transmission system is shown in Fig. 1.68, 

which are the positive and negative sequence voltages of buses 15, 27 and 28. The results 

show that the load unbalance in the distribution systems during the event results in 

noticeable voltage unbalance in the transmission system, indicated by the negative 

sequence voltages. Zero sequence voltages only appear in transmission system during the 

fault period, thus they are not included in Fig. 1.68. 

(2) Impacts of load unbalance and composition unbalance 

In the following study, the load unbalance factor β is set to be 5%. The load 

composition unbalance is considered by changing the A/C load composition on phases A 

and C by 5%, namely, the percentages of single-phase A/C motors on phases A, B and C 

become 45%, 50% and 55%, respectively. Correspondingly, the percentages of 

impedance loads on three phases are changed to 55%, 50% and 45%, respectively. Two  
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Fig. 1.66 The operation status of the A/C motors connected to phase A of the buses along 
a feeder served by bus 15 (status = 1 means running, status = 0 means stall and status = -1 

means being tripped off) 
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Fig. 1.67 Phase C voltages of buses in the distribution systems 

 

 

Fig. 1.68 Sequence voltages of transmission buses 15, 27 and 28: (a) positive sequence; 
(b) negative sequence 
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scenarios have been studied: 1) only load unbalance; 2) both load unbalance and 

composition unbalance. 

 

Fig. 1.69 Three-phase line-to-ground voltages of bus 158: (a) base case; (b) 5% load 
unbalance; (c) 5% load unbalance and 5% load composition unbalance 
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A three-phase fault is applied at bus 3 at 1.0 s and cleared after 0.07 s. The three-

phase voltages of bus 158 (at the end of a feeder) are shown in Fig. 1.69. The three phase 

voltages of bus 150 (an interface bus between transmission and distribution) are shown in 

Fig. 1.70. Although the fault is a three-phase fault, the load unbalance and load 

composition unbalance result in different voltage recovery rates on each phase, thus 

causing three-phase voltage unbalance. The results show that combined effects of a small 

unbalance (5%) in three-phase loads and load composition can be significant. The 

unbalanced conditions at the interface bus 150 suggests that single-phase representation 

of transmission system is not adequate for a system with similar load unbalance and/or 

load composition unbalance conditions.  

 

Fig. 1.70 Three-phase line-to-ground voltages of bus 150: (a) 5% load unbalance (b) 5% 
load unbalance and 5% load composition unbalance 
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1.7 Advanced EMT-TS Hybrid Simulation with Capability of Switching Back to TS 
Simulation 

1.7.1 Background 

Compared to TS simulation, EMT simulation is, in general, better suited for 

modeling and simulating power electronic devices (e.g., HVDC and FACTS) and/or 

some single-phase devices (e.g., single-phase A/C motors) in detail and capturing their 

non-linear, fast dynamic responses. Thus, the primary motivation behind switching from 

TS simulation to EMT-TS hybrid simulation is to take advantage of these capabilities of 

EMT simulation. Fast dynamics in power system usually settle in a short time-period 

after the fault is cleared or the disturbance disappears. When the dominant dynamics in 

the system are in the low frequency range (e.g., below 5 Hz), these components 

represented in the EMT simulator can be well represented by their corresponding quasi-

steady-state (QSS) models [36]. Therefore, it is theoretically feasible to switch from 

EMT-TS hybrid simulation back to pure TS simulation after the fast dynamics settle 

down without significantly compromising the simulation accuracy.  

Further, in the cases where a relative large-scale (e.g., more than 100 buses) 

subsystem or a subsystem with several converters is modeled in detail in the EMT 

simulator, the EMT part of the simulation is usually much slower than the TS part, even 

when a large-scale subsystem is simulated by TS simulation. Therefore, using the 

developed EMT-TS hybrid simulation only for a short period after the fault application 

and removal and switching back to TS simulation for the remainder of the simulation, 

instead of running EMT-TS hybrid simulation for the whole simulation period, could 

significantly reduce the simulation time. Thus, from the simulation efficiency 

perspective, the option of switching back to TS simulation is attractive. 
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 Switching from pure TS simulation to EMT-TS hybrid simulation provides the 

“zoom-in” capability to capture the fast dynamic details, while switching from EMT-TS 

hybrid simulation back to TS simulation allows users to “zoom-out” from the detailed 

models, as the details have been adequately captured during “zoom-in” period. Such a 

“zoom-in/zoom-out” capability provides more flexibility to the users in terms of 

modeling and simulation. The question that remains to be answered is how to realize the 

proposed switch between the two simulation algorithms automatically during simulation? 

Switching from TS to EMT-TS is relatively easy to achieve since it is completed 

under the pre-fault, normal operating condition. In contrast, switching from EMT-TS 

simulation to TS simulation is performed when the system is operating under a non-

equilibrium condition. A direct approach proposed in [18] is to initialize a phasor 

modeling representation of the detailed system before switching to the TS simulation. To 

accomplish such an initialization task, all information to initialize the bus voltages and 

state variables must be available to the TS simulator and the TS simulator must support 

initialization under a non-steady-state condition. Thus, this approach is feasible only 

when both the EMT and the TS simulators are under the users’ control and can be 

modified to fulfill the initialization process discussed above. Such a strict requirement 

cannot be satisfied by most of the existing EMT and TS simulators. In fact, in [18], 

switching from hybrid simulation to pure TS simulation using such an initialization 

approach is demonstrated using in-house EMT and TS simulators and the test case is 

rather simple with only one thyristor controlled series capacitor (TCSC) system modeled 

in the detailed subsystem.   
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Another approach of performing the simulation mode switching is proposed in [8], 

where the main idea is as follows: a phasor model representation of the detailed system is 

simulated using TS simulation in parallel while EMT-TS hybrid simulation is running. 

The TS simulation of the detailed system actually serves to replace the aforementioned 

initialization process. To realize the switching, simulation results of both the phasor 

representation and the point-on-wave representation of the detailed system are tracked. 

The switching operation is performed when the simulation results of both representations 

are within a predefined tolerance and over a set time-period. The detailed and external 

systems represented using a phasor model are re-connected to form a complete system 

(same as the original full system) and the remainder of the simulation is conducted using 

TS simulation with this complete system. Compared to the first approach, this approach 

requires minor modification to the existing EMT-TS hybrid simulation and the TS 

simulation algorithms.  

However, the second approach also suffers from two significant drawbacks. The 

first drawback lies in the implicit assumption that simulation results of the two 

representations of the detailed system will converge at some point after the fast dynamics 

settle down. However, the convergence is not guaranteed due to the inherent differences 

between the models used in the EMT and the TS simulations. Secondly, the two 

subsystems are reconnected to form a full network to continue the TS simulation. This 

means that both portions of the system must be modeled with the same representation. In 

other words, this approach limits the modeling flexibility and is not suitable for integrated 

transmission and distribution systems. In addition, with the aforementioned approach, the 

simulation object is in fact changed after switching back to TS simulation. Hence, the TS 
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simulation algorithm has to be augmented to handle the situation of two separate models 

merged into one, which further complicates the implementation. Besides these two major 

issues, the details of the implementation are not provided and the choice of the key 

parameters is not discussed in [8] 

1.7.2 Implementation by Combining Hybrid Simulation and Dynamic Co-
simulation   

1.7.2.1 Overview of the Proposed Method 

 
The solution proposed in this research for switching from the EMT-TS hybrid 

simulation to the TS simulation follows the basic idea of the second approach discussed 

in the last section. In the proposed approach, the EMT-TS hybrid simulation developed in 

section 1.3 and the MATE-based dynamic co-simulation algorithm developed in Section 

1.6 are combined. Significant improvements have been made to address the two 

drawbacks discussed above. The simulation result discrepancy issue between the EMT 

and TS simulation of the detailed system is addressed from both the modeling and 

simulation result coordination perspectives:  

Firstly, from the modeling perspective, the three-phase phasor modeling is 

naturally more closely relates to the three-phase point-on-wave models used in the EMT 

simulation than the three-sequence phasor modeling. The proposed approach supports the 

three-phase phasor modeling approach developed in Section 1.6. This feature is 

particularly useful when there are some models (for example, single-phase induction 

motors), which are better modeled in phase-oriented representation, in the detailed 

system portion.  
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Secondly, it is observed from past simulation experiences that major simulation 

result discrepancies at the post-disturbance stage between the EMT and the TS simulation 

are usually related to control actions and operation state changes of the critical 

components modeled in the detailed system. The main reason is that these actions and/or 

state changes may not be correctly represented by the phasor representation or captured 

by the TS simulation. Therefore, in the proposed approach, critical discrete event or 

control signals obtained from EMT simulation results can be fed back to the TS 

simulation of the detailed system. These signals are used as external control inputs to 

override the corresponding control or stage change signals in the TS simulation. These 

important signals can be, for example, a converter blocking signal when an HVDC 

inverter is undergoing commutation failure or a signal of an A/C motor state change 

during a FIDVR event.  

In addition, re-connecting the two subsystems into a full network becomes 

unnecessary with the use of the MATE based dynamic simulation. After switching back 

to the TS simulation mode, the detailed and the external systems are still two individual 

subsystems under the MATE based simulation framework. 

With the proposed simulation algorithm, the full system is split into two parts, i.e., 

the detailed system and the external system, using the bus splitting method as shown in 

Fig. 1.71. The detailed system is not only represented in the 3-phase point-on-wave 

modeling in the chosen EMT simulator, but also modeled in the three-phase phasor 

representation. The external system is modeled in the three-sequence phasor 

representation. The whole simulation is divided into three stages, i.e., pre-fault TS 

simulation stage, EMT-TS hybrid simulation stage, post-disturbance TS simulation stage, 
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as illustrated in Fig. 1.72. The multi-area dynamic simulation approach is employed at the 

first and the last simulation stages. The interactions between the detailed system and the 

external system for the three stages are shown in Fig. 1.73.   

 

Fig. 1.71 (a) the full network (b) the full network is split into the detailed system and the 
external system connected by virtual breakers; (c) representations of the detailed system 

and the external system used in the proposed method 
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Fig. 1.72 Schematic diagram for illustrating the proposed 3-stage simulation 

 
 

 

Fig. 1.73 Interactions between the detailed and the external systems: (a) for both stages 1 
and 3; (b) for stage 2 

 
For the second stage, the EMT-TS hybrid simulation algorithm developed in 

Chapter 4 has been augmented. The hybrid simulation is augmented by running the 

dynamic simulation of the detailed system and the switch controller in parallel to the 

existing hybrid simulation algorithm, as shown in Fig. 1.73. The actual implementation of 
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the augmented algorithm is shown in Fig. 1.74. A three-phase Norton equivalent is used 

as the external system equivalent in the dynamic simulation (DS) of the detailed system. 

The three-phase Norton equivalent can be easily obtained for this implementation, as it is 

a byproduct of the calculation of the three-phase Thévenin equivalent, which is presented 

in section 1.2.1. The admittance matrix of the three-phase Norton equivalent is added to 

admittance matrix of the detailed system after switching from the stage 1 to stage 2. The 

three-phase current source of the Norton equivalent is directly used in the network 

solution step. When switching from stage 2 to stage 3, the admittance matrix of the 

detailed system has to be rebuilt to remove the admittance matrix of the three-phase 

Norton equivalent.  

To address the modeling discrepancy and the simulation convergence issue, key 

discrete event signal(s) obtained from the EMT simulation results can also be used as 

external control inputs to replace their corresponding control signals in the dynamic 

simulation of the detailed system, which is also demonstrated in Fig. 1.74. After the 

effect of the disturbance disappears, boundary conditions obtained from the three-phase 

dynamic simulation results of the detailed system and the three-sequence TS simulation 

results of the external system are used as inputs to the simulation switching controller 

block to identify whether at the next step it is appropriate to switch back to the TS 

simulation. Details of the simulation switching controller design will be discussed in the 

next section.  
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Fig. 1.74 Implementations of the augmented hybrid simulation at the stage-2 

1.7.2.2 Implementation Details 

(1) Network Splitting using the Bus-Splitting Concept 

Considering that the EMT-TS hybrid simulation requires common boundary buses 

shared by the detailed and external systems, bus splitting based network splitting is used 

for dividing the full system into two parts. For each boundary bus, a dummy bus is 

created during the network splitting stage. The original boundary bus and the dummy bus 

are assigned to the detailed system and the external system, respectively, as shown in Fig. 

1.71(b). In order to make the splitting scheme compatible with the MATE-based TS co-

simulation algorithm, a “virtual breaker” is introduced to link the original boundary bus 

and the dummy bus.  
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(2) Simulation switching controller and the switching criteria  

After the disturbance or fault is isolated, it generally takes 0.1 - 0.5 s for the system 

to transit from a fast dynamic state to a slow dynamic state where the system can be 

adequately represented by phasor models. Thus, a time delay can be used to account for 

this transition period before switching from EMT simulation to TS simulation. Some a 

priori knowledge of the simulated system and phenomenon involved can help in choosing 

an appropriate value for this delay setting. Based on the simulation experiences, the 

default delay setting is chosen to be 0.2 s. 

Once the time delay criterion is met after a fault is cleared, the switching controller 

begins to compare the boundary conditions obtained from the dynamic simulation of the 

detailed system and the TS simulation of the external system. Similar to reconnecting a 

generator to the grid, one primary requirement of reconnecting the detailed and external 

systems as an integrated system is that boundary conditions of the detailed and external 

systems should be very close. The key parameters that can represent the boundary bus 

conditions include the bus voltage (both magnitude and angle), the current through the 

boundary and the power exchange through the boundary. Given that the Norton 

equivalent of the external system is used in the dynamic simulation of the detailed 

system, if the boundary bus voltages obtained by the dynamic simulation of the detailed 

system and the TS simulation of the external system are the same, the currents and 

powers through the boundary in both simulations must be the same. Therefore, the 

voltage is selected as the monitored parameter in this implementation.  

The maximum difference of the boundary bus voltages between the detailed system 

and the external system is used as the indicator for simulation switching. At each step, 

this indicator is calculated and compared with a preset tolerance (for example 0.005 pu). 
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Furthermore, in order to make sure the boundary conditions of the detailed and external 

systems truly converge, the maximum voltage difference must be within the preset 

tolerance for a reasonably long period (for example, several cycles). Once these two 

criteria are satisfied, the simulation switch controller outputs a signal to indicate that the 

simulation can be switched to the TS simulation starting from the following time step.  

(3) Discrete event signals obtained from the EMT simulation are utilized to enhance the 
accuracy of the dynamic simulation of the detailed system 

One necessary condition for the simulation results obtained from the EMT 

simulation and the dynamic simulation to converge after the fast transients settle down is 

that the critical discrete events (such as control actions and operation mode changes), if 

any, are adequately represented by the dynamic simulation (assuming that these events 

are accurately captured by the EMT simulation). Based on past experiences, such a 

condition cannot be satisfied in some cases due to the inherent modeling limitations of 

the dynamic simulation as well as the modeling differences between the EMT and the 

dynamic simulations.  

The approach employed in the simulation design shown in Fig. 1.72 is 

straightforward. The critical discrete event signals obtained from the simulation results of 

the EMT simulation are transferred to the dynamic simulation of the detailed system and 

used as external control signals either to override the corresponding internal control 

signals or to directly control the corresponding devices. It should be noted that since only 

critical discrete event signals, such as A/C motor operation state change and inverter 

blocking signal due to commutation failure, are considered, the additional communication 

overhead is negligible. In addition, this function is optional, and it is recommended to be 

used based on the requirement of the study system.  
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1.7.3 Test case  

The proposed advanced EMT-TS hybrid simulation with the capability of 

switching back to TS simulation has been tested with a modified IEEE 9 bus system. 

Originally, the loads served by bus 5 are represented as an aggregated load and directly 

connected to the 230 kV bus. In this test case, the aggregated load at bus 5 is replaced by 

an equivalent subtransmission and distribution system, as shown in Fig. 1.75. Modeling 

of the sub-transmission and distribution system is shown in Fig. 1.75.  

 

Fig. 1.75 One-line diagram of a modified IEEE 9 bus system 

The loads are connected to an equivalent feeder. As for the load composition, 50% 

of the total load in terms of active power is represented by single-phase residential A/C 

motors, while the remainder is modeled as constant impedances in the TS simulation. 

When the detailed system is simulated by EMT simulation, the POW detailed A/C model 

is used. On the other hand, when the detailed system is simulated by three-phase dynamic 

simulation, the A/C performance model developed in section 1.6.3.3 is used to represent 
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the A/Cs. In the test cases, the TS simulation time step is set at 0.005 s and the EMT 

simulation time step is chosen to be 20 µs.  

 

 

Fig. 1.76  Modeling of the sub-transmission and distribution system served by bus 5 

1.7.3.1 Use of Discrete Event Signals to Reconcile the Two Detailed System 
Simulations 

A SLG fault is applied to bus 10 at 0.5 s and cleared after 0.07 s. In order to better 

study the effects of using discrete event signals from the EMT side to enhance the 

accuracy of TS simulation, the simulation switching function is disabled. The simulation 

results without and with sending the A/C motor operation status signals from the EMT 

side to 3-phase dynamic simulation are shown in Fig. 1.77 and Fig. 1.78, respectively.  

In the scenario without sending the A/C motor operation status signals from the 

EMT side to three-phase dynamic simulation, simulation results of the EMT and the 

dynamic simulation are significantly different in terms of A/C motor stalling. A/C motors 

on two phases stalled in the detailed system simulated by the 3-phase dynamic 

simulation. In contrast, the EMT simulation results show that only the A/C motor on 

phase C stalled. This difference results in significant differences between the two 

simulation results in the three-phase voltages of the boundary bus (bus 5 in this case.) 
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Fig. 1.77 Simulation results of the detailed system without sending the A/C motor status signals 

obtained from the EMT simulation to the 3-phase dynamic simulation 

the proposed simulation switching criteria are not satisfied and the simulation keeps 

running in the hybrid simulation mode till the end of the whole simulation. 

In the scenario with sending the A/C motor operation status signals from the EMT 

side to 3-phase dynamic simulation, the A/C stalling results are coordinated to make sure 

A/C motors in the dynamic simulation are in the same status as those simulated by the 

EMT simulation during stage 2. While there are some discrepancies observed in the 

three-phase boundary bus voltages after the fault is cleared, the discrepancies last only a 

short time period (approximately 0.15 s) and disappear after the A/C motor on phase C 

effectively stalls in both the EMT simulation and the three-phase dynamic simulation. 
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Fig. 1.78 Simulation results of the detailed system with sending the A/C motor status signals 
obtained from the EMT simulation to the 3-phase dynamic simulation 

The discrepancies discussed above is related to the A/C motor stalling process, 

which is simulated in the EMT simulator, but cannot be represented by the performance 

model of the A/C motor in the dynamic simulation. During the A/C motor stalling 

process, the reactive power drawn by the A/C motor on phase C increases significantly 

when the A/C motor speed decreases to lower than 0.5 pu, as shown in Fig. 1.79. The 

increased reactive power consumption depresses the voltages of both phase A and C of 

bus 5 after the fault is cleared, as shown in Fig. 1.77 (b1)-(b3). On the other hand, before 

receiving the A/C motor stalling signals from the EMT side, all three A/C motors operate 

in the running mode in the detailed system simulated by the three-phase dynamic 

simulation. After the fault is cleared, the bus voltages recover to the levels close to their 

A
/C

 m
ot

or
 s

pe
ed

 (
pu

) 
/s

ta
tu

s

A
/C

 m
ot

or
 s

pe
ed

 (
pu

)/
st

at
us

A
/C

 m
ot

or
 s

pe
ed

 (
pu

)/
 s

ta
tu

s

P
ha

se
 A

 v
ol

ta
ge

 a
t b

us
 5

 (
pu

)

P
ha

se
 B

 v
ol

ta
ge

 a
t b

us
 5

 (
pu

)

P
ha

se
 C

 v
ol

ta
ge

 a
t b

us
 5

 (
pu

)



 

117 
 

pre-fault values. These different responses of the A/C motors in the two detailed system 

simulations contribute to the discrepancies shown in Fig. 1.77(b1)-(b3). 

 

Fig. 1.79 EMT simulation results of the A/C motor on phase C 

1.7.3.2 Simulation Switching Criterion 

Based on the discussions in Section 1.8.2.2, the proposed switching criterion is as 

follows: starting at 0.2 s after the fault is cleared, if the maximum difference of boundary 

bus voltages (݉ܽݔ∆ܸ ) obtained by the dynamic simulation of the detailed and the 

external systems is less than 0.005 pu for more than 2 cycles, simulation will be switched 

from the EMT-TS hybrid simulation mode to the pure TS simulation mode. 
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The results in the last section show that the proposed approach can significantly reduce 

the simulation result discrepancy caused by the modeling difference of some components 

in the EMT and the TS simulation by coordinating the critical discrete events in the EMT 

simulation with the TS simulation. With this approach applied to the test case, the 

monitored maximum bus voltage difference during stage 2 is shown in Fig. 1.80. The 

simulation is switched from the EMT-TS hybrid simulation to the pure TS simulation at 

0.805 s, which is 0.235 s after the fault is cleared. It should be noted that the switching is 

performed under an unbalanced system condition. The simulation results are compared 

with that simulated by the hybrid simulation approach without switching back to TS 

simulation, which are shown in Fig. 1.81 and Fig. 1.82. The results of both approaches 

match closely, demonstrating the effectiveness of the proposed approach. 

 

Fig. 1.80 The maximum difference of boundary buses and the switching signal 
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Fig. 1.81 Positive sequence voltages of bus 5 and bus 7  

 

Fig. 1.82 Speeds of the generators at buses 1, 2 and 3 
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1.7.3.3 Computational Performance 

The computational times of a 10 s simulation of the test system with different 

methods are shown in Table 1.11. Compared to the hybrid simulation without switching 

back to TS simulation, the proposed approach achieves a 91.86 % saving of 

computational time. In other words, for this specific case, the proposed approach is, on 

average, twelve times faster than the EMT-TS hybrid simulation without the capability of 

switching back to TS simulation. 

Table 1.11 The computational times of different methods 

Simulation method Computational time /s 
EMT-TS hybrid simulation without switching back 
to TS simulation 

189.2 

EMT-TS hybrid simulation with switching back to 
TS simulation 

15.4 

Three-phase TS simulation 1.2 

1.8 Conclusions 

Electromagnetic transient and electro-mechanical transient stability hybrid 

simulation has been investigated in this research. With the hybrid simulation approach, 

both the fast transients and slow dynamics can be adequately captured by the EMT and 

TS simulator, respectively, while simultaneously addressing the dilemma of handling 

both the detailed modeling and the large scale of the system being examined. The 

proposed approach and the developed simulation tool together provide necessary 

simulation capabilities to adequately investigate the interactions between the transmission 

and distribution systems, such as the FIDVR problem, as well as the dynamic 

performance of power systems interfaced with power electronic devices, such as HVDC 

systems.   

The main contributions of this research are summarized as follows: 
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1. In Section 1.2, a three-phase Thévenin equivalent and a three-sequence 

current source equivalent for representing the external system and the detailed 

system, respectively, are proposed for hybrid simulation. Correspondingly, a 

three-sequence TS simulation algorithm is developed. These analytical 

developments facilitate the simulation of unsymmetrical faults inside the 

detailed system without extensively extending the boundary and the extent of 

the detailed system. 

2. A new interaction protocol design combining both the serial and parallel 

interaction protocols in a flexible manner is developed to achieve good 

simulation performance without comprising the accuracy.  

3. An open source tool for hybrid simulation has been developed in Section 1.3. 

A generic interface is designed for integrating with different EMT simulators.  

4. The proposed hybrid simulation approach has been applied to a detailed 

FIDVR study on the WECC system in Section 1.4. Some significant insights 

on the evolution of a FIDVR event triggered by a normally cleared SLG fault 

are uncovered. With a typical delta-wye grounded connection for step down 

transformers, the event begins with A/Cs stalling on two directly impacted 

phases, followed by A/C stalling propagating to the unfaulted phase. Further, 

the effects of the load composition and the point-on-wave of fault inception 

are also investigated. 

5. A common modeling framework for integrated T&D system power flow and 

dynamic simulation is proposed. Then an integrated T&D power flow 

algorithm is solved by iteratively solving a three-sequence power flow for the 
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transmission system and a three-phase power flow for each distribution 

system. For integrated T&D dynamic simulation, the multi-area Thévenin 

equivalent approach is employed to solve the integrated T&D networks. The 

integrated T&D simulation provides the capability to simulate the effects of 

persistent unbalanced loads and voltages in the distribution systems. This 

capability has been applied to study FIDVR events under unbalanced fault and 

unbalanced loads conditions.  

6. An advanced EMT-TS hybrid simulation with the capability to switch back to 

the TS simulation has been developed in Section 1.7. The new simulation 

algorithm is developed by combining the EMT-TS hybrid simulation 

algorithm and the MATE-based dynamic simulation algorithm. The proposed 

algorithm effectively addresses the simulation efficiency issue of the original 

EMT-TS simulation for a long dynamic simulation.  
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